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1
Overall description

CT1 has discussed below cases. 
Case 1:

1)
The UE is registered on a Forbidden PLMN (FPLMN) to receive disaster roaming service. 
The UE is not in the home country and 
there is no PLMN of the same country as the current serving VPLMN stored in the User Controlled PLMN Selector with Access Technology" data file (UPLMN list) in the SIM/ME or the "Operator Controlled PLMN Selector with Access Technology" data file (OPLMN list) in the SIM/ME.
2) 
Higher priority scan timer (T) expires. 

Question 1) Shall the UE be mandated to scan for all available PLMNs in order to obtain service on an allowable PLMN? 
Please note that this new requirement will cause additional power consumption and is not required to detect that the PLMN under disaster has recovered, as the recovery will be indicated by the PLMN providing disaster roaming. Thus it would only be justified if there is a justification that the UE prioritize an allowable non-preferred PLMN over a PLMN providing disaster roaming. 

Question 2) Shall such attempts to obtain service on an allowable (i.e. not on a PLMN offering disaster roaming) but non-preferred PLMN be done with the same, higher or lower periodicity than the timer which is currently defined and configured on USIM for attempts to obtain service of higher priority PLMNs?

Case 2:

1) 
The UE is registered on a Forbidden PLMN (FPLMN) to receive disaster roaming service. 
The UE is the home country (i.e. HPLMN might be available) or there are PLMN of the same country as the current serving VPLMN stored in the User Controlled PLMN Selector with Access Technology" data file (UPLMN list) in the SIM/ME or the "Operator Controlled PLMN Selector with Access Technology" data file (OPLMN list) in the SIM/ME.
2) 
Higher priority scan timer (T) expires. 

3)
As there are potential higher priority PLMNs available, the UE initiates the scan (current UE behaviour is assumed to also be applicable when registered on PLMN for disaster roaming). 

4) 
The UE might find allowable PLMNs which are neither the HPLMN nor PLMNs of the same country which are configured in the OPLMN or UPLMN lists.

Question 3) Is the UE allowed or even mandated to attempt service on such other allowable PLMNs or shall the UE continue to use disaster roaming service on the FPLMN? 
CT1 kindly requests SA1 to answer the above questions.
NOTE : “allowable PLMNs” above are the PLMNs which are not part of the list of forbidden PLMNs in the UE.
2
Actions

To SA2
ACTION:
CT1 kindly request SA1 to answer the questions in the description section.
3
Dates of next TSG CT WG1 meetings
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�The HPLMN can be unavailable also when the UE is in the home country, so this is irrelevant.


�This whole paragraph will be removed as it is very biased toward eliciting a negative answer from SA1. There is a trade-off between extra power consumption, and the UE being able to regain service faster (by detecting that an allowable PLMN is available before being notified of the end of the disaster condition). We should let SA1 discuss this trade-off.





