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* * * First Change * * * *
6.2.X	Temporary groups procedure
6.2.X.1	Client HTTP procedure
In order to form a temporary group, the SGM-C shall generate an HTTP POST request. In the HTTP POST request:
a)	shall set the Request-URI to the URI of the SGM-S appended with the value "/temporary-groups";
b)	shall include the Host header with public user identity of SGM-S;
c)	shall include an Authorization header field with the "Bearer" authentication scheme set to an access token of the "bearer" token type as specified in IETF RFC 6750 [6];
[bookmark: _GoBack]d)	shall include the parameters specified in clause A.Y.1 serialized into a JavaScript Object Notation (JSON) structure as specified in IETF RFC 7159 [10]; and
e)	shall send the HTTP POST request to the SGM-S.
Upon receiving an HTTP POST request from SGM-S contains parameters of VAL Group Ids and VAL Group Id, the SGM-C shall respond with an HTTP 200 (OK) message including a parameter VAL Group Id set to the VAL group ID of the temporary group.
* * * Next Change * * * *
A.Y	Temporary groups
A.Y.1	Client side parameters
The SGM-C shall convey the following parameters while sending request for forming a temporary group.
Table A.Y.1-1: Client side parameters for forming a temporary group
	Parameter
	Description

	VAL Group Ids
	REQUIRED. Represents the list of VAL group IDs to be combined.

	VAL Service Ids
	OPTIONAL. Represents a subset of the common VAL service(s) to be applied for the temporary group.


* * * End of Change * * * *


