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* * * First Change * * * *
[bookmark: _Toc91610672]5.2.14	In-call access update
If the P-CSCF supports the in-call access update procedure, has received the g.3gpp.in-call-access-update feature-capability indicator during session set-up, and determines that the UE has changed location, then the P-CSCF shall generate a MESSAGE request populated as follows:
NOTE: This procedure can be used for both reporting change of IP-CAN and reporting change of PLMN.
1)	the Request URI set to the stored value of the g.3gpp.in-call-access-update feature-capability indicator;
2)	a From header field set to the FQDN of the P-CSCF sending the request;
3)	a To header field, set to the same value as the Request-URI;
4)	a P-Asserted-Identity header field set to the default public user identity of the served user;
5)	a P-Charging-Vector header field with the "icid-value" header field parameter populated with the ICID value used for the dialog related to the access change and a type 1 "orig-ioi" header field parameter. The P-CSCF shall set the type 1 "orig-ioi" header field parameter to a value that identifies the sending network of the request. The P-CSCF shall not include the type 1 "term-ioi" header field parameter;
6)	a P-Access-Network-Info header field including network-provided location information;
7)	a P-Visited-Network-ID header field; and
8)	if the MESSAGE request is to be sent via the S-CSCF, a Route header field with the S-CSCF address as received in the Service-Route header field during registration.
[bookmark: _Toc91610855]* * * Next Change * * * *
5.7.1.27.2	Originating procedures
If the AS supports in-call access update procedures and the AS is interested in receiving updates of changes of IP-CAN or PLMN the AS shall include in responses to an initial INVITE request a g.3gpp.in-call-access-update feature-capability indicator with a value set to a public service identity resolving to the AS.
[bookmark: _Toc91610856]* * * Next Change * * * *
5.7.1.27.3	Terminating procedures
If the AS supports in-call access update procedures and the AS is interested in receiving updates of changes of IP-CAN or PLMN the AS shall include in the INVITE request a g.3gpp.in-call-access-update feature-capability indicator with a value set to a public service identity resolving to the AS.
* * * End of Changes * * * *

