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1. Introduction

The Eees_EASDiscovery_Request service operation and the Eees_EASDiscovery_Subscribe service operation are not yet fully defined in the specification.

2. Reason for Change

-
The Eees_EASDiscovery_Request service operation is embedded within the Eees_EASDiscovery_Subscribe service operation using the immediate and one-time reporting mechanisms.
-
The service description of the Eees_EASDiscovery_Subscribe service operation is provided.

-
The API aspects (e.g. data model, resource structure, etc.) of the Eees_EASDiscovery service are updated accordingly.

3. Proposal

It is proposed to agree the following changes to 3GPP TS 24.558 v1.1.0.
* * * First Change * * * *

5.3
Eees_EASDiscovery service
5.3.1
Service Description

The Eees_EASDiscovery service enables an EEC to:

-
request to receive EAS discovery information;

-
request to subscribe to EAS discovery information reporting at the EES;

-
request to update/delete an existing subscription to EAS discovery information reporting; and

-
receive notifications from the EES on EAS discovery information.

5.3.2
Service Operations

5.3.2.1
Introduction

The service operations defined for Eees_EASDiscovery API are shown in the table 5.3.2.1-1.

Table 5.3.2.1-1: Operations of the Eees_EASDiscovery API

	Service operation name
	Description
	Initiated by

	Eees_EASDiscovery_Subscribe
	This service operation is used by an EEC to request to receive EAS discovery information or request to subscribe to EAS discovery information reporting.
	EEC

	Eees_EASDiscovery_UpdateSubscription
	This service operation is used by an EEC to update an existing subscription to EAS discovery information reporting.
	EEC

	Eees_EASDiscovery_Unsubscribe
	This service operation is used by an EEC to delete an existing subscription to EAS discovery information reporting.
	EEC

	Eees_EASDiscovery_Notify
	This service operation is used by the EES to notify a previously subscribed EEC on EAS discovery information.
	EES


5.3.2.2
Eees_EASDiscovery_Subscribe
5.3.2.2.1
General

This service operation is used by an EEC to request to receive EAS discovery information and/or create a subscription to EAS discovery information reporting at the EES.
The following procedures are supported by the "Eees_EASDiscovery_Subscribe" service operation:

-
Subscribe to EAS discovery information reporting.
5.3.2.2.2
Subscribe to EAS discovery information reporting

In order to subscribe to EAS discovery information reporting at the EES, the EEC shall send an HTTP POST request message to the EES on the "EAS Discovery Subscriptions" resource. The body of the HTTP POST request shall include the EASDiscoverySubscription data structure.
Upon receiving the HTTP POST message, the EES shall:

a)
shall process the EAS discovery information reporting subscription request;

b)
if the EEC is not registered with the EES, and if ECSP policy requires the EEC to perform registration prior to EAS discovery, the EES shall reject the request message by sending an HTTP response to the EEC with an HTTP "403 Forbidden" status code and the response body containing the ProblemDetails data structure with the "cause" attribute set to the "REGISTRATION_REQUIRED" application error;

b)
if the EEC is registered, the EES shall verify and check if the EEC is authorized to subscribe to EAS discovery information reporting at the EES;

c)
if the EEC is authorized to discover the requested EAS(s) from the EES, then the EES;

1)
may obtain the UE's location as specified in clause 5.3 of 3GPP TS 29.122 [3];

2)
shall create a new "Individual EAS Discovery Subscription" resource; and

3)
if immediate reporting and/or one-time reporting is requested by the EEC and the EEC indicates that service continuity support is required, the EES shall take the indication of which ACR scenarios are supported by the AC and the EEC and which of these are preferred by the AC into consideration. The EES identifies the EAS(s) that support at least one of the ACR scenarios as indicated by the EEC.
4)
if immediate reporting and/or one-time reporting is requested by the EEC and EAS discovery filters are not provided:

i.
if available, the EEC identifies the EAS(s) based on the UE-specific service information at the EEC and the UE location; and

ii.
the EEC identifies the EAS(s) by applying the ECSP policy (based only on the UE location);
d)
if the processing of the request was successful, the EES shall send an HTTP POST response to the EEC with an HTTP "201 Created" status code and the the response body containing a representation of the created "Individual EAS Discovery Subscription" resource within the EASDiscoverySubscription data structure. The response shall also contain a Location header field containing the URI of the created "Individual EAS Discovery Subscription" resource;


If the the "oneTimeRep" attribute is provided and set to "true" or the "immediateRep" attribute is provided and set to "true", the EES shall return an immediate EAS discovery information report, if available, either within the "discoveredEass" attribute of the EASDiscoverySubscription data structure or in a subsequent immediate notification request within the EasDiscoveryNotification data structure;
NOTE 1:
When the "oneTimeRep" attribute is provided and set to "true", the Individual EAS Discovery Subscription is immediately terminated after returning the EAS discovery information in the HTTP POST response body or in a subsequent notification request.

NOTE 2:
When the "immediateRep" attribute is provided and set to "true" and the "oneTimeRep" attribute is either provided and set to "false" or not provided at all, the Individual EAS Discovery Subscription is maintained after returning the EAS discovery information in the HTTP POST response body or in a subsequent notification request.


If the EES is unable to process the request (was not able to determine the EAS using the input information in the request or using the locally available information), the EES shall reject the request with an appropriate response code as specified in table 5.2.6-1 of TS 29.122 [3];
If the subscription expiration time is provided in the HTTP POST response, the EEC shall send an EAS discovery subscription update request prior to the expiration time if the EEC wants to maintain the subscription. If an EAS discovery subscription update request is not received prior to the expiration time, the EES shall treat the EEC as implicitly unsubscribed;

If a failure response is received for the EAS discovery request, the EEC may resend the EAS discovery subscription request, taking into account the received failure cause. If the failure cause indicated "REGISTRATION_REQUIRED" error in the "cause" attribute of the ProblemDetails data structure, the EEC shall perform EEC registration as specified in clause 5.2.2.2.2 before resending the EAS discovery information reporting subscription request.
* * * Next Change * * * *

6.3.2.1
Overview
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Figure 6.3.2.1-1: Resource URI structure of the Eees_EASDiscovery API

Table 6.3.2.1-1 provides an overview of the resources and applicable HTTP methods. 
Table 6.3.2.1-1: Resources and methods overview

	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	EAS Discovery Subscriptions
	/subscriptions
	POST
	Creates a new individual EAS discovery subscription.

	Individual EAS Discovery Subscription
	/subscriptions/{subscriptionId}
	PUT
	Updates an existing individual EAS discovery subscription identified by the subscriptionId.

	
	
	DELETE
	Deletes an existing individual EAS discovery subscription identified by the subscriptionId.

	
	
	PATCH
	Partial update an existing EAS Discovery Subscription resource identified by a subscriptionId.

	
	
	
	



* * * Next Change * * * *

6.3.2.2.3.1
POST

This method creates a new subscription. This method shall support the URI query parameters specified in table 6.3.2.2.3.1-1.

Table 6.3.2.2.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.3.2.2.3.1-2 and the response data structures and response codes specified in table 6.3.2.2.3.1-3.

Table 6.3.2.2.3.1-2: Data structures supported by the POST Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	EASDiscoverySubscription
	M
	1
	Create an Individual EAS Discovery Subscription resource.


Table 6.3.2.2.3.1-3: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	EASDiscoverySubscription
	M
	1
	201 Created
	Individual EAS Discovery Subscription resource created successfully.

The URI of the created resource shall be returned in the "Location" HTTP header

	NOTE:
The manadatory HTTP error status code for the POST method listed in Table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



	
	
	
	
	

	
	
	
	
	


Table 6.3.2.2.3.1-4: Headers supported by the 201 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	String
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/eees-easdiscovery/<apiVersion>/subscriptions/{subscriptionId}


* * * Next Change * * * *

6.3.2.3.3.1
PUT

This method updates the individual EAS discovery subscription resource by completely replacing the existing subscription data (except subscriptionId). This method shall support the URI query parameters specified in table 6.3.2.3.3.1-1.

Table 6.3.2.3.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.3.2.3.3.1-2 and the response data structures and response codes specified in table 6.3.2.3.3.1-3.

Table 6.3.2.3.3.1-2: Data structures supported by the PUT Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	EASDiscoverySubscription
	M
	1
	An individual EAS discovery subscription resource to be updated.


Table 6.3.2.3.3.1-3: Data structures supported by the PUT Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	EASDiscoverySubscription
	M
	1
	200 OK
	An individual EAS discovery subscription resource updated successfully, and the EASDiscoverySubscription data shall be included in the response.

	n/a
	
	
	204 No Content
	An individual EAS discovery subscription resource updated successfully.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during resource modification/relocation. The response shall include a Location header field containing an alternative URI of the resource located in an alternative EES. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3] with the difference that the SCEF is replaced by the EES and the SCS/AS is replaced by the EEC.

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during resource termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative EES. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3] with the difference that the SCEF is replaced by the EES and the SCS/AS is replaced by the EEC.

	NOTE:
The manadatory HTTP error status code for the PUT method listed in Table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



	
	
	
	
	

	
	
	
	
	



	
	
	
	
	

	
	
	
	
	



	
	
	
	
	

	
	
	
	
	


Table 6.3.2.3.3.1-4: Headers supported by the 307 Response Code on this resource

	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative EES.


Table 6.3.2.3.3.1-5: Headers supported by the 308 Response Code on this resource

	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative EES.


* * * Next Change * * * *

6.3.2.3.3.2
DELETE

This method terminates an existing individual EAS discovery subscription. This method shall support the URI query parameters specified in table 6.3.2.3.3.2-1.

Table 6.3.2.3.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.3.2.3.3.2-2 and the response data structures and response codes specified in table 6.3.2.3.3.2-3.

Table 6.3.2.3.3.2-2: Data structures supported by the DELETE Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	n/a
	
	
	


Table 6.3.2.3.3.2-3: Data structures supported by the DELETE Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	n/a
	
	
	204 No Content
	An individual EAS discovery subscription resource deleted successfully.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during resource termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative EES. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3] with the difference that the SCEF is replaced by the EES and the SCS/AS is replaced by the EEC.

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during resource termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative EES. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3] with the difference that the SCEF is replaced by the EES and the SCS/AS is replaced by the EEC.

	NOTE:
The manadatory HTTP error status code for the DELETE method listed in Table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



	
	
	
	
	

	
	
	
	
	



	
	
	
	
	

	
	
	
	
	



	
	
	
	
	

	
	
	
	
	


Table 6.3.2.3.3.2-4: Headers supported by the 307 Response Code on this resource

	Name
	Data type
	P
	Cardinality
	Description

	Location
	String
	M
	1
	An alternative URI of the resource located in an alternative EES.


Table 6.3.2.3.3.2-5: Headers supported by the 308 Response Code on this resource

	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative EES.


* * * Next Change * * * *

6.3.2.3.3.3
PATCH

This method partially updates an existing Individual EAS Discovery Subscription. This method shall support the URI query parameters specified in the table 6.3.2.3.3.3-1.
Table 6.3.2.3.3.3-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.3.2.3.3.3-2 and the response data structures and response codes specified in table 6.3.2.3.3.3-3.
Table 6.3.2.3.3.3-2: Data structures supported by the PATCH Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	EasDiscoverySubscriptionPatch
	M
	1
	Request to partially update an existing Individual EAS Discovery Subscription.


Table 6.3.2.3.3.3-3: Data structures supported by the PATCH Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	EasDiscoverySubscription
	M
	1
	200 OK
	The Individual EAS Discovery Subscription is successfully modified and the updated subscription information is returned in the response.

	n/a
	
	
	204 No Content
	The Individual EAS Discovery Subscription is successfully modified.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative EES.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative EES.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:
The manadatory HTTP error status code for the PATCH method listed in Table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



	
	
	
	
	

	
	
	
	
	



	
	
	
	
	

	
	
	
	
	



	
	
	
	
	

	
	
	
	
	


Table 6.3.2.3.3.3-4: Headers supported by the 307 Response Code on this resource

	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative EES.


Table 6.3.2.3.3.3-5: Headers supported by the 308 Response Code on this resource

	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative EES.


* * * Next Change * * * *








	
	
	

	
	
	

	
	
	






	
	
	
	
	

	
	
	
	
	




	
	
	
	

	
	
	
	




	
	
	
	

	

	
	
	
	
	

	



	
	
	
	
	

	
	
	
	
	



	
	
	
	
	

	
	
	
	
	



	
	
	
	
	

	
	
	
	
	




* * * Next Change * * * *

6.3.3.1
Overview

There are no custom operations without associated resources defined for this API in this release of the specification.


* * * Next Change * * * *

6.3.4.1
General

Table 6.3.4.1-1: Notifications overview

	Notification
	Callback URI
	HTTP method or custom operation
	Description

(service operation)

	EAS Discovery Notification
	{notificationDestination}
	POST
	Notifies the subscriber EEC with EAS discovery information.


* * * Next Change * * * *

6.3.4.2.2
Notification definition

The POST method shall be used by the EES for the notification and the callback URI shall be the one provided by the EEC during the EAS discovery notification.

Callback URI: {notificationDestination}
This method shall support the URI query parameters specified in table 6.3.4.2.2-1.

Table 6.3.4.2.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.3.4.2.2-2 and the response data structures and response codes specified in table 6.3.4.2.2-3.

Table 6.3.4.2.2-2: Data structures supported by the POST Request Body on this resource

	Data type
	P
	Cardinality
	Description

	EasDiscoveryNotification
	M
	1
	Notification of EAS discovery information.


Table 6.3.4.2.2-3: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative EEC where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative EEC where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:
The manadatory HTTP error status code for the POST method listed in Table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.


Table 6.3.4.2.2-3: Headers supported by the 307 Response Code on this resource

	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative EEC towards which the notification should be redirected.


Table 6.3.4.2.2-4: Headers supported by the 308 Response Code on this resource

	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative EEC towards which the notification should be redirected.


* * * Next Change * * * *

6.3.5.1
General

This clause specifies the application data model supported by the Eees_EASDiscovery API.

Table 6.3.5.1-1 specifies the data types defined specifically for the Eees_EASDiscovery API service.

Table 6.3.5.1-1: Eees_EASDiscovery API specific Data Types

	Data type
	Section defined
	Description
	Applicability

	
	
	
	

	
	
	
	

	EasDiscoverySubscription
	6.3.5.2.4
	
	

	EasDiscoveryNotification
	6.3.5.2.5
	
	

	EasDiscoveryFilter
	6.3.5.2.6
	
	

	EasCharacteristics
	6.3.5.2.7
	
	

	DiscoveredEas
	6.3.5.2.8
	
	

	EasDynamicInfoFilter
	6.3.5.2.9
	
	


Table 6.3.5.1-2 specifies data types re-used by the Eees_EASDiscovery API service.

Table 6.3.5.1-2: Re-used Data Types

	Data type
	Reference
	Comments
	Applicability

	TimeWindow
	3GPP TS 29.122 [3]
	
	

	DurationSec
	3GPP TS 29.122 [3]
	
	

	LocationArea5G
	3GPP TS 29.122 [3]
	
	

	ACProfile
	clause 6.2.5.2.3
	
	

	LocationInfo
	3GPP TS 29.122 [3]
	
	

	EndPoint
	3GPP TS 29.558 [4]
	
	

	EASProfile
	3GPP TS 29.558 [4]
	
	

	
	
	
	

	RouteToLocation
	3GPP TS 29.571 [5]
	
	

	Gpsi
	3GPP TS 29.571 [5]
	Used to identify a UE. 
	

	Uri
	3GPP TS 29.122 [3]
	
	


* * * Next Change * * * *



	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


* * * Next Change * * * *



	
	
	
	
	
	

	
	
	
	
	
	


* * * Next Change * * * *

6.3.5.2.4
Type: EasDiscoverySubscription
Table 6.3.5.2.4-1: Definition of type EasDiscoverySubscription

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eecId
	string
	M
	1
	Represents a unique identifier of the EEC.
	

	ueId
	Gpsi
	O
	0..1
	Represents the identifier of the UE.
	

	easEventType
	EASDiscEventIDs
	C
	1
	Event type for which the EEC should be notified.

This attribute shall not be provided in an EAS discovery information subscription create request if the "oneTimeRep" attribute is provided and set to "true"
	

	easDiscoveryFilter
	EasDiscoveryFilter
	O
	0..1
	EAS characteristics filter; Applicable when easEventType is set to "EAS_AVAILABILITY_CHANGE" event
	

	easDynInfoFilter
	EasDynamicInfoFilter
	O
	0..1
	EAS dynamic information changes filter; Applicable when easEventType is set to "EAS_DYNAMIC_INFO_CHANGE" event
	

	eecSvcContinuity
	array(ACRScenario)
	O
	0..1
	Service continuity support; indicates EEC supported ACR scenarios
	

	locInf
	LocationInfo
	O
	0..1
	Represents location information of the UE.

This attribute may be provided in an EAS discovery information subscription create request if the "immediateRep" attribute is provided and set to "true" or the "oneTimeRep" attribute is provided and set to "true".
	

	notificationDestination
	Uri
	M
	1
	URI where the EAS discovery notification should be delivered to. This attribute shall be present in HTTP POST message to EES.
	

	expTime
	DateTime
	O
	0..1
	Expiration time of the subscription. If the expiration time is not present, then it indicates that the EEC subscription never expires.
This attribute shall not be provided in an EAS discovery information subscription create request if the "oneTimeRep" attribute is provided and set to "true".
	

	immediateRep
	boolean
	O
	0..1
	Indicates whether immediate reporting is requested or not.

Default value: "false".
	

	oneTimeRep
	boolean
	O
	0..1
	Indicates whether one-time reporting is requested or not.

Default value: "false".
	

	requestTestNotification
	boolean
	O
	0..1
	Set to true by Subscriber to request the EES to send a test notification as defined in clause 6.1. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in clause 7.6.
	Notification_websocket

	discoveredEass
	array(DiscoveredEas)
	C
	1..N
	List of discovery information of EAS(s).

This attribute may only be provided in a response to an EAS discovery information subscription create request if the "immediateRep" attribute is provided and set to "true" or the "oneTimeRep" attribute is provided and set to "true".
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Represents a list of Supported features used as described in clause 6.3.7.
Shall be present in the HTTP POST request/response if at least one feature is supported.
	


Editor's note:
The security credentials of EEC depend on SA3 WG and is FFS.
Editor's note: How subscription ID will be sent in a subscription response is FFS.
* * * Next Change * * * *

6.3.6
Error Handling


6.3.6.1
General

For the UAE_RealtimeUAVStatus API, HTTP error responses shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [3]. Protocol errors and application errors specified in clause 5.2.6 of 3GPP TS 29.122 [3] shall be supported for the HTTP status codes specified in table 5.2.6-1 of 3GPP TS 29.122 [3].

In addition, the requirements in the following clauses are applicable for the Eees_EASDiscovery API.
6.3.6.2
Protocol Errors

No specific protocol errors for the Eees_EASDiscovery API are specified.

6.3.6.3
Application Errors

The application errors defined for the Eees_EASDiscovery API are listed in table 6.3.6.1-1.

Table 6.3.6.1-1: Application errors

	Application Error
	HTTP status code
	Description

	REGISTRATION_REQUIRED
	403 Forbidden
	Indicates that the registration is required for the EEC to perform the operation.


* * * End of Change * * * *
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