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	Reason for change:
	In TS 23.501 subclause 5.15.14, the following requirement is specified:
The UE shall store and consider the received NSAG Information, valid for the Registered PLMN until:
-	the UE receives new NSAG information in a Registration Accept message or UE Configuration Command message in this PLMN; or
-	the UE receives a Configured NSSAI without any NSAG information in this PLMN.

In TS 24.501 subclause 4.6.2.2, the following requirement is specified:
ab)	The NSAG information shall be stored until:
1)	a new NSAG information is received for the registered PLMN over 3GPP access; or
2)	a new configured NSSAI without any associated NSAG information is received for the registered PLMN over 3GPP access.
	When a new NSAG information for the registered PLMN over 3GPP access is received, the UE shall replace any stored NSAG information for the registered PLMN and its equivalent PLMN(s) with the new NSAG information for the registered PLMN.
	When a new configured NSSAI without any associated NSAG information is received for the registered PLMN over 3GPP access, the UE shall delete any stored NSAG information for the registered PLMN and its equivalent PLMN(s).
It is suggested to consider indicating the deletion or the invalidation of the NSAG information to lower layers.

	
	

	Summary of change:
	Consider indicating the deletion or the invalidation of the NSAG information to lower layers in subclause 4.6.2.6.

	
	

	Consequences if not approved:
	The lower layers do not know the deletion or the invalidation of the NSAG information
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* * * First Change * * * *
[bookmark: _Toc106795906]4.6.2.6	Provision of NSAG information to lower layers
NSAG information includes a list of NSAG IDs each of which is associated with:
a)	a list of S-NSSAIs, which shall be the ones included in the configured NSSAI;
b)	an NSAG area containing a list of TAIs which identify an area where the mapping between the S-NSSAI(s) in bullet a) and the NSAG ID is valid; and
c)	a priority value that is associated with each NSAG ID in the NSAG information.
If NSAG information is available, the UE NAS layer shall provide the lower layers with the most recent NSAG information. When NSAG information is deleted or invalid, the UE NAS layer shall indicate to the lower layers.
NOTE:	Along with the NSAG information, the UE provides to the lower layers with allowed NSSAI and requested NSSAI for the purpose of NSAG-aware cell reselection.
* * * End of Changes * * * *

