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	Reason for change:
	When the network conditions change, the PCF sends the notification with the BDT Reference ID of the affected transfer policy and optionally the time window and network area information to each AF that subscribed to be notified.
To improve BDT traffic, TS 23.502 and TS 23.503 include the BDT renegotiation procedure when network conditions change. As a part of the Nnef_BDTPNegotiation_Notify service operation the NEF may include:

-
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Proposed changes:
*** 1st Change ***
4.4.4
Procedures for resource management of Background Data Transfer
The procedures for resource management of Background Data Transfer (BDT) in 5GS are described in subclause 4.4.3 of 3GPP TS 29.122 [4] with the following differences:

-
description of the SCS/AS applies to the AF;

-
description of the SCEF applies to the NEF;

-
if the external group Id is sent from the AF to the NEF, the NEF shall interact with the UDM by using Nudm_SubscriberDataManagement service as defined in 3GPP TS 29.503 [17] to translate the external group identifier into the corresponding internal group identifier;

-
description of the PCRF applies to the PCF; and

-
the NEF shall interact with the PCF by using Npcf_BDTPolicyControl service as defined in 3GPP TS 29.554 [19].

-
If the "BdtNotification_5G" is supported, the AF may include a notification URI within the "notificationDestination" attribute in the BDT data type during the background data transfer policy negotiation. In addition, the AF may request to enable the BDT warning notification by setting the "warnNotifEnabled" attribute to true. When the NEF receives the BDT warning notification from the PCF as defined in clause 4.2.4.2 of 3GPP TS 29.554 [19] and the "warnNotifEnabled" attribute was set to true, the NEF shall send an HTTP POST message including the ExNotification data structure to the AF identified by the notification destination URI received during the background data transfer policy negotiation. The AF shall respond with an HTTP response to confirm the received notification. The AF may select one policy from the candidate of BDT policies if provided in the notification by using the HTTP PATCH message as described in subclause 5.4.3.3.3.3 of 3GPP TS 29.122 [4]. The AF may also request to disable/enable the BDT warning notification by including the "warnNotifEnabled" attribute in the HTTP PATCH message.
*** End of Changes ***
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