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* * * First Change * * * *
[bookmark: _Toc19702442][bookmark: _Toc27751598][bookmark: _Toc35971684][bookmark: _Toc35975933][bookmark: _Toc44849390][bookmark: _Toc51853031][bookmark: _Toc51859704][bookmark: _Toc106914531]4.6.1.1.2	Reading a Resource
[bookmark: _Toc19702443][bookmark: _Toc27751599][bookmark: _Toc35971685][bookmark: _Toc35975934][bookmark: _Toc44849391][bookmark: _Toc51853032][bookmark: _Toc51859705]4.6.1.1.2.1	Reading a Single Resource
Procedures that allow a service consumer NF (client) to read information from the server shall be specified to use the HTTP GET method (see IETF RFC 7231 [6]) to obtain the current representation of a resource.
Figure 4.6.1.1.2-1 illustrates reading a resource.


Figure 4.6.1.1.2.1-1: Reading a resource
1.	The resource of which a representation is to be obtained is identified by the request URI. Query parameters may be used to control the content of the result. For the query parameter length and number limitations see clause 6.2.
Editor's Note:	Exact limits for number and length of query parameters are ffs.
Editor's Note:	Alternatives to the GET method for cases where the limits for number and length of query parameters are exceeded are ffs.
The payload body of the GET request shall be empty.
2.	On success, "200 OK" shall be returned and the payload body of the GET response shall contain the obtained resource representation.
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body (see clause 4.8).

* * * End of Changes * * * *
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