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*** First Modified Section ***

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator,


-- gprs location registration types


GSN-Address,


-- handover types


ForwardAccessSignalling-Arg,


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg, 


PrepareSubsequentHO-Res,


ProcessAccessSignalling-Arg,


SendEndSignal-Arg,


SendEndSignal-Res,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes, 


AuthenticationFailureReportArg,

AuthenticationFailureReportRes,


-- security management types


EquipmentStatus,


Kc,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes, 


LSAIdentity,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


Ext-QoS-Subscribed,

SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 

D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


SS-CSI,


ServiceKey,


DefaultCallHandling,


CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


maxNumOfCamelTDPData,


CUG-Index,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,


NotificationToMSUser,

QoS-Subscribed,
IST-AlertTimerValue,


T-CSI,


T-BcsmTriggerDetectionPoint,


-- fault recovery types


ResetArg,


RestoreDataArg,


RestoreDataRes,

-- provide subscriber info types 

GeographicalInformation, 


-- subscriber information enquiry types


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


SubscriberInfo,


LocationInformation,


SubscriberState,


-- any time information enquiry types


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


-- any time information handling types


AnyTimeSubscriptionInterrogationArg,


AnyTimeSubscriptionInterrogationRes,


AnyTimeModificationArg,


AnyTimeModificationRes,


-- subscriber data modification notification types


NoteSubscriberDataModifiedArg,


NoteSubscriberDataModifiedRes,


-- gprs location information retrieval types


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


-- failure reporting types


FailureReportArg,


FailureReportRes,


-- gprs notification types


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes,


-- Mobility Management types

NoteMM-EventArg,


NoteMM-EventRes

;

...
...

-- subscriber management types

...

...

QoS-Subscribed ::= OCTET STRING (SIZE (3))


-- Octets are coded according to TS GSM 04.08.

Ext-QoS-Subscribed ::= OCTET STRING (SIZE (1..9))


-- OCTET 1: 


--  Allocation/Retention Priority (This octet encodes each priority level defined in


--     23.107 as the binary value of the priority level, declaration in 29.060)


-- Octets 2-9 are coded according to 3G TS 24.008 Quality of Service Octets 


-- 6-13.

...
< unmodified ASN.1 >

...

*** End of Document ***
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