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Resulting changes

The following data type needs to be added to section 15.4:

15.4.21 TpFaultStatisticsError

Defines the error code associated with a failed attempt to retrieve any fault statistics information. 

	Name
	Value
	Description

	P_FAULT_INFO_ERROR_UNDEFINED
	0
	Undefined error

	P_FAULT_INFO_UNAVAILABLE
	1
	Fault statistics unavailable


8.3.1 Interface Class IpAppFaultManager

	<<Interface>>

IpAppFaultManager

	

	activityTestRes (activityTestID : in TpActivityTestID, activityTestResult : in TpActivityTestRes) : TpResult
activityTestErr (activityTestID : in TpActivityTestID) : TpResult
appActivityTestReq (activityTestID : in TpActivityTestID) : TpResult

fwFaultReportInd (fault : in TpInterfaceFault) : TpResult

fwFaultRecoveryInd (fault : in TpInterfaceFault) : TpResult

svcUnavailableInd (serviceId : in TpServiceID, reason : in TpSvcUnavailReason) : TpResult

genFaultStatsRecordRes (faultStatistics : in TpFaultStatsRecord, serviceIDs : in TpServiceIDList) : TpResult
genFaultStatsRecordErr (faultStatisticsError : in TpFaultStatisticsError, serviceIDs : in TpServiceIDList) : TpResult
fwUnavailableInd (reason : in TpFwUnavailReason) : TpResult


Method

activityTestErr()

The framework uses this method to indicate that an error occurred during an application-initiated activity test. 

Parameters

activityTestID : in TpActivityTestID

Used by the application to correlate this response (when it arrives) with the original request.
Method

genFaultStatsRecordErr()

This method is used by the framework to indicate an error fulfilling the request to provide fault statistics, in response to a genFaultStatsRecordReq method invocation on the IpFaultManager interface.  

Parameters

faultStatisticsError : in TpFaultStatsError

The fault statistics error.
serviceIDs : in TpServiceIDList

Specifies the framework or services that were included in the general fault statistics record request.  If the serviceIDs parameter is an empty list, then the fault statistics were requested for the framework.
8.3.2 Interface Class IpFaultManager 

	<<Interface>>

IpFaultManager

	

	activityTestReq (activityTestID : in TpActivityTestID, svcID : in TpServiceID) : TpResult

appActivityTestRes (activityTestID : in TpActivityTestID, activityTestResult : in TpActivityTestRes) : TpResult
appActivityTestErr (activityTestID : in TpActivityTestID) : TpResult
svcUnavailableInd (serviceID : in TpServiceID) : TpResult

genFaultStatsRecordReq (timePeriod : in TpTimeInterval, serviceIDs : in TpServiceIDList) : TpResult


Method

appActivityTestErr()

The client application uses this method to indicate that an error occurred during a framework-requested activity test. 

Parameters

activityTestID : in TpActivityTestID

Used by the framework to correlate this response (when it arrives) with the original request.
Raises

TpCommonExceptions, P_INVALID_ACTIVITY_TEST_ID
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