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1. Introduction

In 24.229, The mobility and session management procedures performed prior to and during SIP signalling within the UE are not yet described. A chapter describing this is proposed added.

2. Proposal

It is proposed to add a new chapter “5.1.1 MM and SM aspects when connected to IMS” describing these preconditions.

Attach / PDP context activation and P-CSCF discovery must be performed ahead of SIP signalling.

Cell update, RA update and cell selection is performed as ‘normal’ while connected to IMS.

******************   Proposed Change   ********************

5.1 Procedures at the UE

5.1.1 MM and SM aspects when connected to IMS
5.1.1.1
PDP Context Activation and P-CSCF Discovery
Prior to communication with the IMS domain, the following procedures must be performed:

a) A GPRS attach procedure must be performed.

b) A PDP context for SIP signalling must be established according to the APN and GGSN selection criteria. This PDP context must remain throughout the period when the UE is connected to the IMS domain, i.e. from the initial registration to the de-registration.
Editor’s note: Actual APN values for IMS are yet not determined.
c) P-CSCF address(es) must be acquired by the UE.

The methods for P-CSCF discovery are:

I. Employ DHCP and possibly DNS after PDP context activation.
II. Transfer P-CSCF address(es) within the  PDP context activation procedure.
The UE can freely select method I or II for P-CSCF discovery. In case several P-CSCF addresses are provided to the UE, the selection of P-CSCF address shall be performed according to the resolution of host name as indicated in [1]. If sufficient information for P-CSCF address selection is not available, selection of the P-CSCF address by the UE is implementation specific.
5.1.1.2 Mobility Management Procedures
The existing mechanisms for cell update and routing area update as described in 24.008 shall apply while the UE is connected to IMS.
5.1.1.3
Cell Selection and Lack of Coverage 
The existing mechanisms and criteria for cell selection as described in 23.122 shall apply while the UE is connected to IMS.
5.1.2
Registration and authentication







