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It is allowed in 24.008 for the mobile to request a maximum bandwidth of 0 kbps in the Activate PDP context request message. However this codepoint has been added in 24.008 because GTP requires this codepoint for the GTP signalling, and the GTP specification (29.060) refers to 24.008 for the coding of the QoS information element. Hence the intention was not to allow the MS to request this value.
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The restriction of the 0kbits value for max bitrate (for both directions) has been added.
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10.5.6.5
Quality of service 

The purpose of the quality of service information element is to specify the QoS parameters for a PDP context.

The QoS IE is defined to allow backward compatibility to earlier version of Session Management Protocol. 
The quality of service is a type 4 information element with a length of 13octets.

The quality of service information element is coded as shown in figure 10.5.138/3GPP TS 24.008 and table 10.5.156/3GPP TS 24.008.

Table 10.5.156/3GPP TS 24.008: Quality of service information element

Traffic class, octet 6 (see 3GPP TS 23.107)
Bits
8 7 6
In MS to network direction:
0 0 0

Subscribed traffic class
In network to MS direction:
0 0 0

Reserved
In MS to network direction and in network to MS direction :
0 0 1

Conversational class
0 1 0

Streaming class
0 1 1

Interactive class
1 0 0

Background class
1 1 1

Reserved

The network shall map all other values not explicitly defined onto one of the values defined in this version of the protocol.  The network shall return a negotiated value which is explicitly defined in this version of this protocol.

The MS shall consider all other values as reserved.
Maximum SDU size, octet 7  (see 3GPP TS 23.107)
In MS to network direction:
0 0 0 0 0 0 0 0

Subscribed maximum SDU size
1 1 1 1 1 1 1 1

Reserved
In network to MS direction:
0 0 0 0 0 0 0 0

Reserved
1 1 1 1 1 1 1 1

Reserved

In MS to network direction and in network to MS direction :

For values in the range 00000001 to 10010110 the Maximum SDU size value is binary coded in 8 bits, using a granularity of 10 octets, giving a range of values from 10 octets to 1500 octets.
Values above 10010110 are as below:
1 0 0 1 0 1 1 1

1502 octets 

1 0 0 1 1 0 0 0

1510 octets 

1 0 0 1 1 0 0 1

1520 octets

The network shall map all other values not explicitly defined onto one of the values defined in this version of the protocol.  The network shall return a negotiated value which is explicitly defined in this version of this protocol.

The MS shall consider all other values as reserved.
Maximum bit rate for uplink, octet 8
Bits
8 7 6 5 4 3 2 1
In MS to network direction:
0 0 0 0 0 0 0 0
Subscribed maximum bit rate for uplink
In network to MS direction:
0 0 0 0 0 0 0 0
Reserved
In MS to network direction and in network to MS direction :

0 0 0 0 0 0 0 1 
The maximum bit rate is binary coded in 8 bits, using a granularity of 1 kbps
0 0 1 1 1 1 1 1
giving a range of values from 1 kbps to 63 kbps in 1 kbps increments.

0 1 0 0 0 0 0 0 
The maximum bit rate is 64 kbps +  ((the binary coded value in 8 bits –01000000) * 8 kbps)
0 1 1 1 1 1 1 1
giving a range of values from 64 kbps to 568 kbps in 8 kbps increments.

1 0 0 0 0 0 0 0 
The maximum bit rate is 576 kbps + ((the binary coded value in 8 bits –10000000) * 64 kbps)

1 1 1 1 1 1 1 0
giving a range of values from 576 kbps to 8640 kbps in 64 kbps increments.

1 1 1 1 1 1 1 1
0kbps (This value is reserved over the air interface when both uplink and downlink have this codepoint.)


Maximum bit rate for downlink, octet 9 (see 3GPP TS 23.107)

Coding is identical to that of Maximum bit rate for uplink.
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