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PROPOSED CHANGE

1
Scope

The present document defines a call control protocol for use in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP), and the associated Session Description Protocol (SDP).

The present document is applicable to:

-
the interface between the User Equipment (UE) and the Call Session Control Function (CSCF);

-
the interface between the CSCF and any other CSCF;

-
the interface between the CSCF and an Application Server (AS);

-
the interface between the CSCF and the Media Gateway Control Function (MGCF); 

-
the interface between the S-CSCF and the Multimedia Resource Function Controller (MRFC)

-
the interface between the CSCF and the Breakout Gateway Control Function (BGCF);

-
the interface between the BGCF and the MGCF;

-
the interface between the BGCF and any other BGCF; and

-
the interface between the CSCF and an external Multimedia IP network.

Where possible the present document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of SIP and SDP. Where this is not possible, extensions to SIP and SDP are defined within the present document. The document has therefore been structured in order to allow both forms of specification.

NOTE:
The present document covers only the usage of SIP and SDP to communicate with the enitities of the IM CN subsystem. It is possible, and not precluded, to use the capabilities of GPRS to allow a terminal containing a SIP UA to communicate with SIP servers or SIP UAs outside the IM CN subsystem, and therefore utilise the services provided by those SIP servers. The usage of SIP and SDP for communicating with SIP servers or SIP UAs outside the IM CN subsystem is outside the scope of the present document.

PROPOSED CHANGE

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

For the purposes of the present document, the following terms and definitions given in RFC 1594 [20B].

Fully-Qualified Domain Name (FQDN)

For the purposes of the present document, the following terms and definitions given in RFC 3261 [26] apply (unless otherwise specified see clause 6).

Back-to-Back User Agent (B2BUA)

Client

Dialog

Final response

Header

Header field

Loose routeing

Method

Option-tag (see RFC 3261 [26] subclause 19.2)

Provisional response

Proxy, proxy server

Redirect server

Registrar

Request

Response

Server

Session

(SIP) transaction

Stateful proxy

Stateless proxy

Status-code (see RFC 3261 [26] subclause 7.2)

Tag (see RFC 3261 [26] subclause 19.3)

Target Refresh Request
User agent client (UAC)

User agent server (UAS)

User agent (UA)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.002 [2] subclause 4.1.1.1 and subclause 4a.7 apply:

Breakout Gateway Control Function (BGCF)

Call Session Control Function (CSCF)

Home Subscriber Server (HSS)

Media Gateway Control Function (MGCF)

Multimedia Resource Function Controller (MRFC)

Multimedia Resource Function Processor (MRFP)
Subscription Locator Function (SLF)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.218 [5] subclause 3.1 apply:

Filter criteria

Initial filter criteria

Initial request

Standalone transacation

Subsequent request

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.228 [7] subclause 4.3.3.1 and subclause 4.6 apply:

Interrogating-CSCF (I-CSCF)

Policy Decision Function (PDF)

Private user identity

Proxy-CSCF (P-CSCF)

Public user identity

Serving-CSCF (S-CSCF)

For the purposes of the present document, the following terms and definitions given in 3GPP TR 33.203 [19] apply:

IM Suscriber Identity Module (ISIM)

Protected server port
Protected client port
For the purposes of the present document, the following terms and definitions given in 3GPP TR 21.905 [1] apply:

User Equipment (UE)

Universal Subscriber Identity Module (USIM)

For the purposes of the present document, the following terms and definitions given in RFC 2401 [20A] Appendix A apply:

Security association

NOTE:
A number of different security associations exist within the IM CN subsystem. Within this document the term specifically applies to the security association that exists between the UE and the P-CSCF, as this is the only security association that has direct impact on SIP.

For the purposes of the present document, the following terms and definitions given in ITU-T E.164 [57] apply:

International public telecommunication number

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

1xx
A status-code in the range 101 through 199, and excluding 100

2xx
A status-code in the range 200 through 299

AS
Application Server

APN
Access Point Name

AUTN
Authentication TokeN

B2BUA
Back-to-Back User Agent

BGCF
Breakout Gateway Control Function

c
conditional

CCF
Charging Collection Function

CDR
Charging Data Record

CK
Ciphering Key

CN
Core Network

CSCF
Call Session Control Function

DHCP
Dynamic Host Configuration Protocol

DNS
Domain Name System

DTD
Document Type Definition

ECF
Event Charging Function

FQDN
Fully Qualified Domain Name

GCID
GPRS Charging Identifier 

GGSN
Gateway GPRS Support Node

GPRS
General Packet Radio Service

HSS
Home Subscriber Server

i
irrelevant

I-CSCF
Interrogating CSCF

ICID
IM CN subsystem Charging Identifier
IK
Integrity Key

IM
IP Multimedia

IMS
IP Multimedia core network Subsystem

IMSI
International Mobile Subscriber Identity

IOI
Inter Operator Identifier
IP
Internet Protocol

IPsec
IP security

IPv4
Internet Protocol version 4

IPv6
Internet Protocol version 6

ISC
IP multimedia Subsystem Service Control

ISIM
IM Suscriber Identity Module

m
mandatory

MAC
Message Authentication Code

MCC
Mobile Country Code

MGCF
Media Gateway Control Function

MGW
Media Gateway

MNC
Mobile Network Code

MRFC
Multimedia Resource Function Controller

MRFP
Multimedia Resource Function Processor

PDP
Packet Data Protocol

PLMN
Public Land Mobile Network

PSTN
Public Switched Telephone Network

n/a
not applicable

NAI
Netework Access Identifier
o
optional

P-CSCF
Proxy CSCF

PDU
Protocol Data Unit

RAND
RANDom challenge

RES
RESponse

RTCP
Real-time Transport Control Protocol

RTP
Real-time Transport Protocol

S-CSCF
Serving CSCF

SDP
Session Description Protocol

SGSN
Serving GPRS Support Node

SIP
Session Initiation Protocol

SLF
Subscription Locator Function

SQN
SeQuence Number

UA
User Agent

UAC
User Agent Client

UAS
User Agent Server

UE
User Equipment

UICC
Universal Integrated Circuit Card

URI
Universal Resource Identifier

URL
Universal Resource Locator

USIM
Universal Subscriber Identity Module

x
prohibited

XMAC
expected MAC

XML
eXtensible Markup Language
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