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4.3.4
IMSI detach procedure

The IMSI detach procedure may be invoked by a mobile station if the mobile station is deactivated or if the Subscriber Identity Module (see 3GPP TS 42.017 [7] and 3GPP TS 31.102 [112]) is detached from the mobile station.

In A/Gb mode and GERAN Iu mode, a flag (ATT) broadcast in the L3-RR SYSTEM INFORMATION TYPE 3 message on the BCCH is used by the network to indicate whether the detach procedure is required. The value of the ATT flag to be taken into account shall be the one broadcast when the mobile station was in MM idle.

In UTRAN Iu mode, a flag (ATT) in the CS domain specific system information element is used by the network to indicate whether the detach procedure is required. The value of the ATT flag to be taken into account shall be the one received when the mobile station was in MM idle.

The procedure causes the mobile station to be indicated as inactive in the network.
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9.4.1
Attach request

This message is sent by the MS to the network in order to perform a GPRS or combined GPRS attach. See table 9.4.1/3GPP TS 24.008.

Message type:
ATTACH REQUEST

Significance:

dual

Direction:


MS to network

Table 9.4.1/3GPP TS 24.008: ATTACH REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Skip indicator
	Skip indicator

10.3.1
	M
	V
	½

	
	Attach request message identity
	Message type

10.4
	M
	V
	1

	
	MS network capability
	MS network capability

10.5.5.12
	M
	LV
	3-9

	
	Attach type
	Attach type

10.5.5.2
	M
	V
	½

	
	GPRS ciphering key sequence number
	Ciphering key sequence number 

10.5.1.2
	M
	V
	½

	
	DRX parameter
	DRX parameter

10.5.5.6
	M
	V
	2

	
	P-TMSI or IMSI
	Mobile identity

10.5.1.4
	M
	LV
	6 - 9

	
	Old routing area identification
	Routing area identification

10.5.5.15
	M
	V
	6

	
	MS Radio Access capability
	MS Radio Access capability

10.5.5.12a
	M
	LV
	6 - 52

	19
	Old P-TMSI signature
	P-TMSI signature

10.5.5.8
	O
	TV
	4

	17
	Requested READY timer
value
	GPRS Timer

10.5.7.3
	O
	TV
	2

	9-
	TMSI status
	TMSI status

10.5.5.4
	O
	TV
	1

	33
	PS LCS Capability
	PS LCS Capability
10.5.5.22
	O
	TLV
	3

	37
	Inter RAT Handover Info container
	Inter RAT Handover Info 

10.5.5.12b
	O
	TLV
	3-n


9.4.1.1
Old P-TMSI signature

This IE is included if a valid P-TMSI and P-TMSI signature are stored in the MS.

9.4.1.2
Requested READY timer value

This IE may be included if the MS wants to indicate a preferred value for the READY timer.

9.4.1.3
TMSI status

This IE shall be included if the MS performs a combined GPRS attach and no valid TMSI is available.

9.4.1.4
PS LCS Capability
This IE shall be included if the MS supports at least one positioning method for the provision of location services (LCS) via the PS domain in Gb-mode.

9.4.14.9
Inter-RAT Handover Info

This IE shall be included if the MS supports PS Handover between A/Gb and Iu mode.
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9.4.14
Routing area update request

This message is sent by the MS to the network either to request an update of its location file or to request an IMSI attach for non-GPRS services. See table 9.4.14/3GPP TS 24.008.

Message type:
ROUTING AREA UPDATE REQUEST

Significance:

dual

Direction:


MS to network

Table 9.4.14/3GPP TS 24.008: ROUTING AREA UPDATE REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Skip indicator
	Skip indicator

10.3.1
	M
	V
	1/2

	
	Routing area update request message identity
	Message type

10.4
	M
	V
	1

	
	Update type
	Update type

10.5.5.18
	M
	V
	1/2

	
	GPRS ciphering key sequence number
	Ciphering key sequence number 

10.5.1.2
	M
	V
	1/2

	
	Old routing area identification
	Routing area identification

10.5.5.15
	M
	V
	6

	
	MS Radio Access capability
	MS Radio Access capability

10.5.5.12a
	M
	LV
	6 - 52

	19
	Old P-TMSI signature
	P-TMSI signature

10.5.5.8
	O
	TV
	4

	17
	Requested READY timer value
	GPRS Timer

10.5.7.3
	O
	TV
	2

	27
	DRX parameter
	DRX parameter

10.5.5.6
	O
	TV
	3

	9-
	TMSI status
	TMSI status

10.5.5.4
	O
	TV
	1

	18
	P-TMSI
	Mobile identity

10.5.1.4
	O
	TLV
	7

	31
	MS network capability
	MS network capability

10.5.5.12
	O
	TLV
	4-10

	32
	PDP context status
	PDP context status

10.5.7.1
	O
	TLV
	4

	33
	PS LCS Capability
	PS LCS Capability

10.5.5.22
	O
	TLV
	3

	37
	Inter RAT Handover Info container
	Inter RAT Handover Info 

10.5.5.12b
	O
	TLV
	3-n


9.4.14.1
Old P-TMSI signature

This IE is included by the MS if it was received from the network in an ATTACH ACCEPT or ROUTING AREA UPDATE ACCEPT message.

9.4.14.2
Requested READY timer value

This IE may be included if the MS wants to indicate a preferred value for the READY timer.

9.4.14.3
DRX parameter

This IE shall be included if the MS changes the access network from GSM to UMTS, or the MS wants to indicate new DRX parameters to the network.

9.4.14.4
TMSI status

This IE shall be included if the MS performs a combined routing area update and no valid TMSI is available.

9.4.14.5
P-TMSI (UMTS only)

This IE shall be included by the MS.

9.4.14.6
MS network capability

This IE shall be included by the MS to indicate it’s capabilities to the network.

9.4.14.7
PDP context status

This IE shall be included by the MS.

9.4.14.8
PS LCS Capability
This IE shall be included if the MS supports at least one positioning method for the provision of location services (LCS) via the PS domain in Gb-mode.

9.4.14.9
Inter-RAT Handover Info

This IE shall be included if the MS supports PS Handover between A/Gb and Iu mode.
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10.5.5.12b
Inter-RAT Handover Info

The purpose of the Inter-RAT Handover Info information element is to supply the source system with Iu mode related information that needs to be transferred to the target system at inter-system change to Iu mode.

Inter-RAT Handover Info contains: 

-
Predefined configuration status information; and/or

-
Mobile station security information, which includes the START PS value to be used after inter-system change to Iu mode, (see 3GPP TS 31.102 [112]); and/or

-
The MS Radio Access capability, e.g. radio aspects of the mobile station.

The Inter-RAT Handover Info information element is coded as shown in figure 10.5.5.12b/3GPP TS 24.008.

The Inte- RAT Handover Info information element is a type 4 information element with a minimum length of 3 octets. No upper length limit is specified except for that given by the maximum number of octets in a L3 message (see 3GPP TS 44.006 [19]).

	8
	7
	6
	5
	4
	3
	2
	1
	

	Inter-RAT Handover Info IEI
	octet 1

	Length of Inter-RAT Handover Info
	octet 2

	Inter-RAT Handover Info value part
	octet 3-n


Figure 10.5.5.12b/3GPP TS 24.008: Inter-RAT Handover Info information element
The value part of the Inter- RAT Handover Info information element is the INTER RAT HANDOVER INFO as defined in 3GPP TS 25.331 [23c].
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