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Reason for change:
(

For CAMEL 4 the basic call is split into two processes after reaching the active phase, e.g. process OCH_MSC in procedure CAMEL_OCH_LEG1_MSC and process CAMEL_OCH_LEG2_MSC. This split is kept even when there is no dialogue neither an gsmSSF active.

If the calling user now clears the call (Release transaction) the procedure CAMEL_OCH_LEG1_MSC is calling UUS_MSC_Check_UUS1_UUI, CAMEL_OCH_MSC_DISC1 and sends a Call cleared to the Subs_FSM. The Subs_FSM is going to idle, but does nothing more. Neither of those activities releases the called party. This has to be done.




Summary of change:
(

- Keep CS_gsmSSF alive (at least as long as there are call legs in the call segment.






Consequences if 
(

not approved:
Wrong CAMEL Phase 4 functionality




Clauses affected:
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Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



Solution

Keep the CS_gsmSSF alive. If the CS_gsmSSF receives a Int_DP_O_disconnect /*legId=1*/ the CS_gsmSSF will send a Int_Release to CAMEL_OCH_LEG2_MSC to release leg 2 and a Int_Call status report (disconnect leg1 and leg 2) to the CSA_gsmSSF. The process CAMEL_OCH_LEG2_MSC sends a Release to the destination exchange.
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Proposal

Update of the corresponding SDLs is still to be done.
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