3GPP CN2A meeting	Tdoc 3GPP N2A99334


Sophia Antipolis, France


13 - 16 April, 1999





�
�
CHANGE REQUEST No :�
A065�
Please see embedded help file at the bottom of this�page for instructions on how to fill in this form correctly.�
�
�
�
Technical Specification GSM�
09.78�
Version:�
6.3.0�
�
�
�
�
Submitted to SMG�
�
for approval�
X�
without presentation ("non-strategic")�
X�
�
�
list SMG plenary meeting no. here (�
for information�
�
with presentation ("strategic")�
�
�
�
�PT SMG CR cover form is available from: http://docbox.etsi.org/tech-org/smg/Document/smg/tools/CR_form/crf28_1.zip�
�



Proposed change affects:�
SIM�
�
ME�
�
Network�
X�
�
(at least one should be marked with an X)





Work item:�
CAMEL phase 2�
�



Source:�
Vodafone�
Date: �
15 April 1999�
�



Subject:�
Removal of redundant reference�
�



Category: �
F	Correction�
�
Release: �
Phase 2�
�
�
�
A	Corresponds to a correction in an earlier release�
�
�
Release 96�
�
�
(one category �
B	Addition of feature�
�
�
Release 97�
X�
�
and one release �
C	Functional modification of feature�
�
�
Release 98�
�
�
only shall be �
D	Editorial modification�
X�
�
Release 99�
�
�
marked with an X)�
�
�
�
�
�
�



Reason for �change:��
The list of normative references includes ETSI MTP, but the reference is not used in the body of GSM 09.78


�
�



Clauses affected:�
2�
�



Other specs�
Other releases of same spec�
�
(  List of CRs:�
�
�
affected:�
Other core specifications�
�
(  List of CRs:�
�
�
�
MS test specifications / TBRs�
�
(  List of CRs:�
�
�
�
BSS test specifications�
�
(  List of CRs:�
�
�
�
O&M specifications�
�
(  List of CRs:�
�
�



Other �comments:�
�
�
�
 


2	Normative references


The following documents contain provisions which, through reference in this text, constitute provisions of the present document.


-	References are either specific (identified by date of publication, edition number, version number, etc.) or non�specific.


-	For a specific reference, subsequent revisions do not apply.


-	For a non-specific reference, the latest version applies.


-	A non-specific reference to an ETS shall also be taken to refer to later versions published as an EN with the same number.


 [1]	ETS 300 008 (1993): "Integrated Services Digital Network (ISDN); CCITT Signalling System No.7; Message Transfer Part (MTP) to support international interconnection".


[2]	ETS 300 009 (1994): "Integrated Services Digital Network (ISDN); CCITT Signalling System No.7; Signalling Connection Control Part (SCCP) [connectionless and connection-oriented] to support international interconnection".


[3]	ETS 300 287 (1993): "Integrated Services Digital Network (ISDN); CCITT Signalling System No.7; Transaction Capabilities Application Part (TCAP) version 2".


[4]	ETS 300 356�1: "Integrated Services Digital Network (ISDN); CCITT Signalling System No.7; ISDN User Part (ISUP) version 2 for the international interface; Part 1: Basic services".


[5]	ETS 300 403�1: "Integrated Services Digital Network (ISDN); Digital Subscriber Signalling System No. one (DSS1); User-network interface layer 3 specification for basic call control; Part 1: Protocol specification [ITU�T Recommendation Q.931 (1993), modified]".


[6]	ITU�T Recommendation Q.773 (1993): "Specifications of Signalling System No.7; Transaction Capabilities formats and encoding".


[7]	ITU�T Recommendation Q.1218 (1995): "Interface Recommendation for intelligent network CS1".


[8]	ITU�T Recommendation Q.1400 (1993): "Architecture framework for the development of signalling and organization, administration and maintenance protocols using OSI principles".


[9]	CCITT Recommendation X.208 (1988): "Specification of Abstract Syntax Notation One (ASN.1)".


[10]	CCITT Recommendation X.209 (1988): "Specification of basic encoding rules for Abstract Syntax Notation One (ASN.1)".


[11]	CCITT Recommendation X.219 (1988): "Remote operations: Model, notation and service definition".


[12]	CCITT Recommendation X.229 (1988): "Remote operations: Protocol specification".


[13]	ISO 9545 (1989): "Information technology - Open Systems Interconnection - Application Layer structure".


[14]	ETS 300 374-1 (1994): "Intelligent Network (IN); Intelligent Network Capability Set 1 (CS1) Core Intelligent Network Application Protocol (INAP) Part 1: Protocol specification".


[15]	GSM 09.02: "Digital cellular telecommunications system (Phase 2+); Mobile Application Part (MAP) specification".


[16]	GSM 03.78: "Digital cellular telecommunications system (Phase 2+); Customised Applications for Mobile network Enhanced Logic (CAMEL Phase 2) - stage 2".


[17]	CCITT Recommendation Q.713 : "Specifications of Signalling System No.7; SCCP formats and codes".


[18]	ITU-T Recommendation X.680 (1994) | ISO/IEC 8824-1:1994,  Information technology - Open Systems Interconnection - Abstract Syntax Notation One (ASN.1): Specification of basic notation. 


[19]	ITU-T Recommendation X.681 (1994) | ISO/IEC 8824-2:1994,  Information technology - Open Systems Interconnection - Abstract Syntax Notation One (ASN.1): Information object specification. 


[20]	ITU-T Recommendation X.682 (1994) | ISO/IEC 8824-3:1994,  Information technology - Open Systems Interconnection - Abstract Syntax Notation One (ASN.1): Constraint specification. 


[21]	ITU-T Recommendation X.683 (1994) | ISO/IEC 8824-4:1994,  Information technology - Open Systems Interconnection - Abstract Syntax Notation One (ASN.1): Parameterization of ASN.1 specifications. 


[22]	ITU-T Recommendation X.690 (1994) | ISO/IEC 8825-1:1994,  Information technology - Open Systems Interconnection - Specification of ASN.1 encoding rules: Basic, Canonical, and Distinguished Encoding Rules. 


[23]	ITU-T Recommendation X.880 (1994) | ISO/IEC 13712-1:1994,  Information technology - Remote Operations: Concepts, model and notation.


[24]	GSM 09.12 (prETS 300 646-1): "Digital cellular telecommunications system (Phase 2); Signalling System No 7 - Application of ISUP version 2 for the ISDN-PLMN (GSM) signalling Interface.


[25]	GSM 04.08: "Digital cellular telecommunications system (Phase 2+); Mobile radio interface layer 3 specification".


[26]	GSM 02.24: Digital cellular telecommunications system (Phase 2+); Description of Charge Advice Information (CAI).


[27]	EN 301 070-1 (1997): "ISDN User Part (ISUP) version 3 interactions with the Intelligent Network Application Part (INAP); Part 1: Protocol Specification [ITU-T Recommendation Q.1600 (1997), modified]".


[28]	GSM 03.03: Digital cellular telecommunications system (Phase 2+); Numbering, addressing and identification.


[29]	GSM 03.40 : Digital cellular telecommunications system (Phase 2+); Technical realization of the Short Message Service (SMS); Point�to�Point (PP) 


[30]	EN 301 140-1 (V1.1): "Intelligent Network (IN); Intelligent Network Capability Set 2 (CS2); Intelligent Network Application Protocol (INAP); Part 1: Protocol specification".


[31]	ETS 300 009 (1988): “Integrated Services Digital Network (ISDN); CCITT Signalling System No.7; Signalling Connection Control Part (SCCP) [connectionless and connection-oriented] to support international interconnection“.


[32]	ITU-T Recommendation Q.711: “Specifications of Signalling System No.7; Signalling System No. 7 – Functional Description of the Signalling Connection Control Part“.


[33]	ITU-T Recommendation Q.712: “Specifications of Signalling System No.7; Signalling System No. 7 – Definition and Function of SCCP Messages“.


[34]	ITU-T Recommendation Q.713: “Specifications of Signalling System No.7; Signalling System No. 7 – SCCP formats and codes“.


[35]	ITU-T Recommendation Q.714: “Specifications of Signalling System No.7; Signalling System No. 7 – Signalling Connection Control Part Procedures“.


[36]	ITU-T Recommendation Q.716: “Specifications of Signalling System No.7; Signalling System No. 7 – Signalling Connection Control Part (SCCP) Performance“.


[37]	ANSI T1.113-1995 Signalling System No. 7(SS7) – Integrated Services Digital Network (ISDN) User Part.
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