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4.6.7.2
Insert Subscriber Data

4.6.7.2.1
Description

This IF is used by an HLR to update a VLR with certain subscriber data. This IF is specified in 3G TS 29.002 [4].

4.6.7.2.2
Information Elements

Insert Subscriber Data contains the following CAMEL specific IE:

Information element name
Required
Description

O-CSI
C
This IE identifies the subscriber as having originating CAMEL services. 

VT-CSI
C
This IE identifies the subscriber as having terminating CAMEL services in the VMSC.

D-CSI
C
This IE identifies the subscriber as having CAMEL dialled services.

C
Conditional (The IE shall be sent, if required)

O-CSI contains the following information:

Information element name
Required
Description

gsmSCF Address
M
This IE is described in section 4.3.1

Service Key
M
This IE is described in section 4.3.1.

Default Call Handling
M
This IE is described in section 4.3.1.

TDP List
M
This IE is described in section 4.3.1.

DP Criteria
O
This IE is described in section 4.3.1. 

CAMEL Capability Handling
C
This IE is described in section 4.3.1. If this IE is absent, this indicates that CAMEL phase 1 is asked.

M
Mandatory (The IE shall always be sent)

C
Conditional (The IE shall be sent when required)

O
Optional (service logic dependant)

VT-CSI contains the following information:

Information element name
Required
Description

gsmSCF Address
M
This IE is described in section 4.3.4.

Service Key
M
This IE is described in section 4.3.4.

Default Call Handling
M
This IE is described in section 4.3.4.

TDP List
M
This IE is described in section 4.3.4.

DP Criteria
O
This IE is described in section 4.3.4. 

CAMEL Capability Handling
M
This IE is described in section 4.3.4. The CAMEL Capability Handling shall indicate CAMEL phase 3 or higher.

M
Mandatory

O
Optional (service logic dependant)
D-CSI contains the following information:

Information element name
Required
Description

gsmSCF Address
M
This IE is described in section 4.3.2

Service Key
M
This IE is described in section 4.3.2.

Default Call Handling
M
This IE is described in section 4.3.2.

DP Criteria
O
This IE is described in section 4.3.2. 

CAMEL Capability Handling
M
This IE is described in section 4.3.2.

M
Mandatory (The IE shall always be sent)

C
Conditional (The IE shall be sent when required)

O
Optional (service logic dependant)




