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Reason for 
change:

Due to the implicit disarming of DPs, the current process of gsmSSF may end in idle state even if the other leg should still be kept monitored in CF case.  To avoid this problem, the followings are proposed.

1. If one of the DPs, Busy/No_answer/Route_select_failure, is armed in the notification mode or not armed at all, the gsmSSf should end up in the Idle state in any case.

2. DPs Busy and No\Answer due to CF shall be handled as DPs, which do not lead to call release nor shall the implicit disarming of DPs be performed. 

The affected figures of the process gsmSSF are: 4.57w (sheet 23), 4.57y (sheet 25) and 4.57aa (sheet 27)
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Process gsmSSF 23(35)

/* Signals to/from the left are to/from the MSC;

signals to/from the right are

to/from the gsmSCF.  */
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Figure 4.57w: Process gsmSSF (sheet 23)
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Process gsmSSF 25(35)

/* Signals to/from the left are to/from the MSC;

signals to/from the right are

to/from the gsmSCF.  */
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Figure 4.57y: Process gsmSSF (sheet 25)
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/* Signals to/from the left are to/from the MSC;

signals to/from the right are

to/from the gsmSCF.  */

Wait_for_End_

_OF_Temporary_

_Connection_MON

Int_DP_O_No_Answer,

Int_DP_T_No_Answer,

Int_DP_O_Busy,

Int_DP_T_Busy,

Int_DP_Route_Select_Failure

EDP type?

CAP_Event_

_Report_BCSM

(Notify & Continue)

Call Forwarding 

pending?

Handle_ACR

CallActive := 

FALSE

Stop Delta

Handle_CIR

Complete_All_

FCI_record

Perform implicit 

disarming of DPs.

Application_

End

Int_Continue

Idle

Int_Continue

Wait_for_End_

_OF_Temporary_

_Connection_MON

Handle_ACR

Stop Delta

Handle_CIR_

leg (leg2)

CAP_Event_

_Report_BCSM

(Interrupted)

Disarm this DP.

Perform implicit 

disarming of DPs.

For DP O/T Disconnect the DP

is only disarmed for the leg

for which the event was

received.

Set Outstanding_

_Requests = 1

Set Tssf to default

non user interaction

Tssf timer value and

restart Tssf 

Waiting_For_

_Instructions

EDP_N

No

Yes

Not armed for LegID EDP_R


Figure 4.57aa: Process gsmSSF (sheet 27) 
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