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**** First Modified Section ****
4.6.3.3
Play Announcement

4.6.3.3.1
Description

This IF is used for inband interaction. 

4.6.3.3.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Information To Send
M
M
M
M
This IE indicates an announcement or a tone to be sent to the end user by the gsmSRF.

Disconnect From IP Forbidden
M
M
M
M
This IE indicates whether or not the gsmSRF may be disconnected from the user when all information has been sent.

Request Announcement Complete Notification
M
M
M
M
This IE indicates whether or not a SpecializedResourceReport shall be sent to the gsmSCF when all information has been sent.

Request Announcement Started Notification
M
M
M
M
This IE indicates whether or not a Specialized Resource Report shall be sent to the gsmSCF when the first announcement or tone starts.

Call Segment ID
O
O
O
O
This IE indicates the call segment to which the user interaction shall apply. If this IE is not present then the initial call segment is assumed.

M
Mandatory (The IE shall always be sent).
O
Optional (Service logic dependent).
Information To Send contains the following information:

Information element name
MO
MF
MT
VT
Description

Inband Info
C
C
C
C
This IE indicates the inband information to be sent.

Tone
C
C
C
C
This IE indicates the tone to be sent. The mapping from the code points of this IE to tones is a matter for agreement between the gsmSCF operator and the gsmSRF operator.

C
Conditional (only one element shall be present).

Inband Info contains the following information:

Information element name
MO
MF
MT
VT
Description

Message ID
M
M
M
M
This IE is described in the next table.

Number Of Repetitions
M
M
M
M
This IE indicates the maximum number of times the message shall be sent to the end-user.

Duration
O
O
O
O
This IE indicates the maximum duration time in seconds that the message shall be played/repeated. Zero indicates endless repetition.

Interval
O
O
O
O
This IE indicates the time interval in seconds between two repetitions.

M
Mandatory (The IE shall always be sent).

O
Optional (Service logic dependent).

Message ID contains the following information:

Information element name
MO
MF
MT
VT
Description

Elementary Message ID
C
C
C
C
This IE indicates a single announcement

Text
C
C
C
C
This IE indicates a text to be sent. The text shall be transformed to inband information (speech) by the gsmSRF.

Elementary Message IDs
C
C
C
C
This IE indicates a sequence of announcements

Variable Message
C
C
C
C
This IE indicates an announcement with one or more variable parts.

C
Conditional (only one element shall be present).

Tone contains the following information:

Information element name
MO
MF
MT
VT
Description

Tone ID
M
M
M
M
This IE indicates the tone to be sent.

Duration
O
O
O
O
This IE indicates the maximum duration time in seconds that the message shall be played/repeated. Zero indicates endless repetition.

M
Mandatory (The IE shall always be sent).

O
Optional (Service logic dependent).
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