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11.38
RequestReportBCSMEvent procedure

11.38.1
General description

This operation is used to request the gsmSSF to monitor for a call‑related event (e.g., BCSM events such as busy or no answer), then send a notification back to the gsmSCF when the event is detected.

NOTE:
If the RequestReportBCSMEvent requests arming of the current DP from which the call processing was suspended, the next occurrence of the DP encountered during BCSM processing will be detected (i.e. not the current one from which the call was suspended).

The DP arming principle is as follows:

-
The DPs O_Disconnect and T_Disconnect can be armed as well as for leg1 as leg2 depending on what direction (either from the A-party which is connected to leg1 or from the B-party connected to leg2) events have to be captured. As an example the Disconnect DP can be armed as well as for leg1 and leg2, in that case if a release request is received from the A-party it will be detected by the Disconnect DP armed for leg1, while a release request from the B-party shall be detected by arming the leg2 Disconnect DP. 

-
The O_Abandon DP can only be armed for leg1 in the O_BCSM and the T_Abandon can only be armed for leg1 in the T_BCSM.

Table 11-1: DP Arming Table for O‑BCSM:

O_BCSM 
leg1
leg2
Default leg ID

Route_Select_Failure DP
‑
X
2

O_Called_Party_Busy DP
‑
X
2

O_No_Answer DP
‑
X
2

O_Answer DP
‑
X
2

O_Disconnect DP
X
X
‑ o1

O_Abandon DP
X
‑
1

o1) The "legID" parameter shall be included

Nomenclature: 
X = Arming Applicable



‑ = Not Applicable

Table 11-2: DP Arming Table for T‑BCSM:

T_BCSM
leg2
leg1
Default Leg ID

T_Busy DP
X
‑
2

T_No_Answer DP
X
‑
2

T_Answer DP
X
‑
2

T_Disconnect DP
X
X
‑ t1

T_Abandon DP
‑
X t2
1

t1)
The "legID" parameter shall be included

t2)
T_Abandon can only be armed for leg1.

Nomenclature: 
X = Arming Applicable



‑ = Not Applicable

11.38.1.1
Parameters

-
bcsmEvents:
This parameter specifies the event or events of which a report is requested.

-
eventTypeBCSM:
This parameter specifies the type of event of which a report is requested. 

-
monitorMode:
This parameter indicates how the event shall be reported. When the "monitorMode" is "interrupted", the event shall be reported as a request, if the "monitorMode" is "notifyAndContinue", the event shall be reported as a notification, if the "monitorMode" is "transparent", the event shall not be reported.

-
legID:
This parameter indicates the party in the call for which the event shall be reported. gsmSCF will use the option "sendingSideID" only.

-
sendingSideID:

If not included, the following defaults are assumed for LegID:

"legID" = 1 for the events O-Abandon and T-Abandon,

"legID" = 2 for the events RouteSelectFailure, O-Busy, O-NoAnswer, O‑Answer, T-Busy, T-NoAnswer, and T-Answer.

The "legID" parameter shall always be included for the events O‑Disconnect and T-Disconnect.

-
 dPSpecificCriteria:
This parameter indicates information specific to the EDP to be armed.

-
applicationTimer:
This parameter indicates the NoAnswer timer value for the NoAnswer event. If the user does not answer the call within the allotted time, the gsmSSF reports the event to the gsmSCF. This timer shall be shorter than the network no‑answer timer.

11.38.2
Responding entity (gsmSSF)

11.38.2.1
Normal procedure

gsmSSF precondition:
(1)
A control relationship exists between the gsmSSF and the gsmSRF.

(2)
The gsmSSF is in either the state "Waiting for Instructions" or the state "Monitoring". 

NOTE:
In the case a single DP is armed by the successive RequestReportBCSMEvent operations, the lastest Request Report BCSM Event IF for this DP takes effect until the next RequestReportBCSMEvent operation for this DP is sent.

NOTE:
In state "monitoring" only requests to disarm detection points (with MonitorMode set to "Transparent") or send notifications of events (with MonitorMode set to "NotifyAndContinue") shall be accepted.

gsmSSF postcondition:

(1)
The requested EDPs have been armed or disarmed as indicated.

(2)
Previously requested events are monitored until ended by a transparent monitor mode, until the end of the call, until the EDPs are detected or until the corresponding leg is released.

(3)
The gsmSSF remains in the same state, unless all EDPs have been disarmed and no CallInformationReport or ApplyChargingReport has been requested; in the latter case the gsmSSF moves to the state "Idle".

11.38.2.2
Error handling

Generic error handling for the operation related errors are described in clause 10 and the TC services which are used for reporting operation errors are described in clause 12.
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