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Introduction

This contribution contains the proposed mappings for the methods setDataSessionChargePlan and setAdviceOfCharge which are proposed to be included in the Data Session Control SCF (N5-000070), as was agreed during the telephone conference which took place on Friday June the 9th.

Lucent Technologies kindly request CN5 to review and approve these mappings for inclusion in TR 29.998.

x.x.x
setAdviceOfCharge

setAdviceOfCharge is a method that allows the application to determine the charging information that will be send to the end-users terminal.
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Figure x-xx: Call Flow for setAdviceOfCharge
Normal Operation

Pre-conditions


1
The application invokes the  setAdviceOfCharge method

2
The SCS sends an equivalent internal message to the gsmSCF

3
The gsmSCF sends a CAP SendChargingInformationGPRS  message to the gprsSSF

Parameter Mapping

From: setAdviceOfCharge
To: CAP SendChargingInformationGPRS

sessionID


aOCInfo:

· AoCSet1


SCIGPRSBillingChargingCharateristics

aOCGPRS
      aOCInitial



                         -      AoCSet2
SCIGPRSBillingChargingCharateristics

aOCGPRS
      aOCSubsequent

                  cAI-GSM0224

tariffSwitch
SCIGPRSBillingChargingCharateristics

aOCGPRS
      aOCSubsequent

            tariffSwitchInterval 




SCIGPRSBillingChargingCharateristics

aOCGPRS

      pDPID



x.x.y
setDataSessionPlan

setDataSessionPlan is a method that allows the application to include charging information for data sessions in network generated CDR.
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Figure x-yy: Call Flow for setDataSessionPlan

Normal Operation

Pre-conditions


1
The application invokes the setDataSessionPlan

2
The SCS sends an equivalent internal message to the gsmSCF

3
The gsmSCF sends a CAP FurnishChargingInformationGPRS message to the gprsSSF

Parameter Mapping

From: setDataSessionPlan
To: CAP FurnishChargingInformationGPRS

sessionID


sessionDetailRecordInfo
FCIGPRSBillingChargingCharacteritics

      fCIBCCCAMELsequence1

            freeFormatData


FCIGPRSBillingChargingCharacteritics

      fCIBCCCAMELsequence1

            appendFreeFormatData


FCIGPRSBillingChargingCharacteritics

      fCIBCCCAMELsequence1

            pDPID
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