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1. Overall Description:

3GPP CT1 has considered the Liaison from ETSI E2NA included by TSG SA in SP-120891. TSG SA asked each WG to provide a response back to TSG CT to collate a single response to TSG SA.

The LS asks if there are any on-going studies in our group to consider where to invoke transcoding functions. Currently there are no open studies dedicated to this subject. Negotiation of codec capabilities and specifications covering codec optimisation to avoid transcoding as well as to optimise the location of transcoders to network edge have been developed for CS networks since the beginning of UMTS. For the CS, there has been some focus on specifying where transcoders should be located (e.g. transcoder at network edge, during/after handovers) but not covering all end to end cases. For IMS, there is no defined end to end mechanism to determine the location of transcoding functions since there are many factors which would affect such decision which include specific call scenarios, network deployment, business agreement between operators and mobility cases. 

TSG CT WG1 specified the SIP signalling procedures necessary for invoking transcoding functions, within IMS, at the edge network by the P-CSCF, at the interconnection with other networks by the IBCF and at the core network by an Application Server that can invokes an MRFC located in the home, the visited or another network. Such procedures are described in the following specifications:
	TS 23.218
	P Multimedia (IM) session handling; IM call model; Stage 2

	TS 24.229
	IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3


2. Actions:

To TSG CT group.

ACTION: 
CT1 asks TSG CT to take the above into account when compiling a consolidated response to TSG SA.
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