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*************************The start of changes*************************
[bookmark: _Toc36457007][bookmark: _Toc27585054][bookmark: _Toc11338439]5.5.2.4.2	Event Occurrence Notification
Figure 5.5.2.4.2-1 shows a scenario where the UDM notifies the NF service consumer (that has subscribed to receive such notification) about occurrence of an event (see also 3GPP TS 23.502 [3] figure 4.15.3.2.2-1 step 4a). The request contains the callbackReference URI as previously received in the EeSubscription (see clause 6.4.6.2.2).


Figure 5.5.2.4.2-1: Event Occurrence Notification
1.	The UDM sends a POST request to the callbackReference as provided by the NF service consumer during the subscription, the request shall include in each report the Reference ID of the associated monitoring configuration.
2.	The NF Service Consumer responds with "204 No Content". 
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.

*************************Next change*************************
[bookmark: _Toc36457496][bookmark: _Toc27585490][bookmark: _Toc11338786]6.4.6.2.4	Type: MonitoringReport
Table 6.4.6.2.4-1: Definition of type MonitoringReport
	Attribute name
	Data type
	P
	Cardinality
	Description

	referenceId
	ReferenceId
	M
	1
	Shall contain the Reference ID which was provided as the key of the associated monitoring configuration in subscription request. The consumer can use this IE to uniquely associate the report with the corresponding event that was requested to be monitored.

	eventType
	EventType
	M
	1
	String; see clause 6.4.6.3.3
only the following values are allowed:
"UE_REACHABILITY_FOR_SMS"
"CHANGE_OF_SUPI_PEI_ASSOCIATION"
"ROAMING_STATUS"
"CN_TYPE_CHANGE"
"UE_CONNECTION_MANAGEMENT_STATE"

	report
	Report
	C
	0..1
	Shall be present if eventType is "CHANGE_OF_SUPI_PEI_ASSOCIATION" or "ROAMING_STATUS"
"CN_TYPE_CHANGE"
"UE_CONNECTION_MANAGEMENT_STATE"

	reachabilityForSmsReport
	ReachabilityForSmsReport
	C
	0..1
	Should be present if eventType is "UE_REACHABILITY_FOR_SMS"

	gpsi
	Gpsi
	C
	0..1
	shall be present if the report is associated to exposure subscriptions for a group of UEs or any UE.

	timeStamp
	DateTime
	M
	1
	Point in time at which the event occured



*************************The end of changes*************************
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