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*******
* * * First Change * * * *
[bookmark: _Toc67680851][bookmark: _Toc56698888][bookmark: _Toc56691624][bookmark: _Toc56677101][bookmark: _Toc49857265][bookmark: _Toc43207795][bookmark: _Toc34124671][bookmark: _Toc25156369][bookmark: _Toc67730189][bookmark: _Toc56690767][bookmark: _Toc49733142][bookmark: _Toc42883274][bookmark: _Toc33962512][bookmark: _Toc24937697]6.1.6.2.12	Type: UeN1N2InfoSubscriptionCreateData
Table 6.1.6.2.12-1: Definition of type UeN1N2InfoSubscriptionCreateData
	Attribute name
	Data type
	P
	Cardinality
	Description

	n2InformationClass
	N2InformationClass
	C
	0..1
	This IE shall be present if the NF service consumer subscribes for a N2 information notification. This IE represents the class of N2 information that the NF Service Consumer requires to be notified.

	n2NotifyCallbackUri
	Uri
	C
	0..1
	This IE shall be present if the NF service consumer subscribes for a N2 information notification. This IE represents the callback URI on which the N2 information shall be notified.

	n1MessageClass
	N1MessageClass
	C
	0..1
	This IE shall be present if the NF service consumer subscribes for a N1 message notification.
This IE represents the class of N1 message that the NF Service Consumer requires to be notified.

	n1NotifyCallbackUri
	Uri
	C
	0..1
	This IE shall be present if the NF service consumer subscribes for a N1 message notification. This IE represents the callback URI on which the N1 message shall be notified.

	nfId
	NfInstanceId
	C
	0..1
	This IE shall be present if the subscription is for "NRPPa" N2 information class and/or "LPP" N1 information class. When present, this IE shall carry the value to be used for NGAP "Routing ID" IE, which identifies the Network Function (e.g. LMF) instance handling the NRPPa and/or LPP data. 

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported. 

	oldGuami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 23.501 [2]).



* * * Next Change * * * *
[bookmark: _Toc67680876][bookmark: _Toc56698913][bookmark: _Toc56691649][bookmark: _Toc56677126][bookmark: _Toc49857290][bookmark: _Toc43207820][bookmark: _Toc34124696][bookmark: _Toc25156394]6.1.6.2.37	Type: PduSessionContext
Table 6.1.6.2.37-1: Definition of type PduSessionContext
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pduSessionId
	PduSessionId
	M
	1
	Indicates the identifier of the PDU Session.
	

	smContextRef
	Uri
	M
	1
	Indicates the resource URI of the SM context, including the apiRoot (see clause 6.1.3.3.2 of 3GPP TS 29.502 [16]).

When present, it shall carry the URI of SM Context of:
- I-SMF, for a PDU session with I-SMF; or
- V-SMF, for HR PDU session; or
- SMF, for non-roaming PDU session without I-SMF, or LBO roaming PDU session;

	

	sNssai
	Snssai
	M
	1
	Indicates the associated S-NSSAI for the PDU Session.
	

	dnn
	Dnn
	M
	1
	This IE shall indicate the Data Network Name. The DNN shall be the full DNN (i.e. with both the Network Identifier and Operator Identifier) for a HR PDU session, and it should be the full DNN in LBO and non-roaming scenarios. If the Operator Identifier is absent, the serving core network operator shall be assumed.
	

	selectedDnn
	Dnn
	C
	0..1
	This IE shall be present, if another DNN other than the UE requested DNN is selected for this PDU session.
When present, it shall contain the selected DNN. The DNN shall be the full DNN (i.e. with both the Network Identifier and Operator Identifier) for a HR PDU session, and it should be the full DNN in LBO and non-roaming scenarios. If the Operator Identifier is absent, the serving core network operator shall be assumed.
	

	accessType
	AccessType
	M
	1
	Indicates the access type of the PDU session.
	

	additionalAccessType
	AccessType
	C
	0..1
	Indicates the additional access type for a MA PDU session, if the UE registers to both 3GPP access and Non-3GPP access.
	

	allocatedEbiList
	array(EbiArpMapping)
	C
	1..N
	This IE shall be present when at least one EBI is allocated to the PDU session.

When present, this IE shall contain the EBIs currently allocated to the PDU session.
	

	hsmfId
	NfInstanceId
	C
	0..1
	This IE shall be present for non-roaming and home-routed PDU sessions. This IE should also be present for LBO PDU sessions.

When present, it shall indicate the associated:

- home SMF for HR PDU Session, or
- SMF, for non-roaming PDU session or LBO PDU Session, regardless whether an I-SMF is involved or not.

	

	hsmfSetId
	NfSetId
	C
	0..1
	This IE shall be present, if available.

When present, this IE shall contain the NF Set ID of the home SMF or the SMF indicated by hsmfId.

	

	hsmfServiceSetId
	NfServiceSetId
	C
	0..1
	This IE shall be present, if available.

When present, this IE shall contain the NF Service Set ID of the selected PDUSession service instance of home SMF or the SMF indicated by hsmfId.

	

	smfBinding
	SbiBindingLevel
	C
	0..1
	This IE shall be present if available, for a non-roaming PDU session or LBO PDU session. When present, this IE shall contain the SBI binding level of the SMF's SM context resource.
	

	vsmfId
	NfInstanceId
	C
	0..1
	This IE shall be present for roaming PDU sessions. When present, it shall indicate the associated visit SMF for home-routed the PDU Session, or the SMF for the local-breakout PDU session.
	

	vsmfSetId
	NfSetId
	C
	0..1
	This IE shall be present, if available. When present, this IE shall contain the NF Set ID of the V-SMF.
	

	vsmfServiceSetId
	NfServiceSetId
	C
	0..1
	This IE shall be present, if available. When present, this IE shall contain the NF Service Set ID of the V-SMF's PDUSession service instance.
	

	vsmfBinding
	SbiBindingLevel
	C
	0..1
	This IE shall be present, if available. When present, this IE shall contain the SBI binding level of the V-SMF's SM context resource.
	

	ismfId
	NfInstanceId
	C
	0..1
	This IE shall be present if I-SMF is involved in the PDU session. When present, it shall indicate the associated I-SMF for the PDU Session.
	DTSSA

	ismfSetId
	NfSetId
	C
	0..1
	This IE shall be present, if available. When present, this IE shall contain the NF Set ID of the I-SMF.
	DTSSA

	ismfServiceSetId
	NfServiceSetId
	C
	0..1
	This IE shall be present, if available. When present, this IE shall contain the NF Service Set ID of the I-SMF's PDUSession service instance.
	DTSSA

	ismfBinding
	SbiBindingLevel
	C
	0..1
	This IE shall be present if available. When present, this IE shall contain the SBI binding level of the I-SMF's SM Context resource.
	DTSSA

	nsInstance
	NsiId
	C
	0..1
	This IE shall be present if available. When present, this IE shall Indicate Network Slice Instance for the PDU Session
	

	smfServiceInstanceId
	string
	O
	0..1
	When present, this IE shall contain the serviceInstanceId of the SMF PDUSession service instance serving the SM Context, i.e. of:
-	the I-SMF, for a PDU session with I-SMF;
-	the V-SMF, for a HR PDU session; or
-	the SMF, for a non-roaming or an LBO roaming PDU session without I-SMF.
This IE may be used by the AMF to identify PDU session contexts affected by a failure or restart of the SMF service instance (see clause 6.2 of 3GPP TS 23.527 [33]).
	

	maPduSession
	boolean
	C
	0..1
	This IE shall be present if available. When present, this IE shall indicate whether it is an MA PDU session.

true: indicates the PDU session is MA PDU session;
false (default): the PDU session is not MA PDU session.
	

	cnAssistedRanPara
	CnAssistedRanPara
	C
	0..1
	This IE shall be present if available.

When present, this IE shall contain the PDU Session specific parameters received from the SMF and used by the AMF to derive the Core Network assisted RAN parameters tuning.
	



* * * End of Changes * * * *


