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This clause specifies the application data model supported by the API.
Table 6.4.6.1-1 specifies the data types defined for the Namf_Location service based interface protocol.
Table 6.4.6.1-1: Namf_Location specific Data Types
	Data type
	Clause defined
	Description

	RequestPosInfo
	6.4.6.2.2
	Information Data within Provide Positioning Information Request


	ProvidePosInfo
	6.4.6.2.3
	Information Data within Provide Positioning Information Response


	NotifiedPosInfo
	6.4.6.2.4
	Information Data within EventNotify notification


	RequestLocInfo
	6.4.6.2.5
	Information Data within Provide Location Information Request


	ProvideLocInfo
	6.4.6.2.6
	Information Data within Provide Location Information Response


	CancelPosInfo
	6.4.6.2.7
	Information Data within a Cancel Location Request 


	LocationType
	6.4.6.3.3
	Type of location measurement requested


	LocationEvent
	6.4.6.3.4
	Type of events initiating location procedures


	LocationPrivacyVerResult
	6.4.6.3.5
	The result of location privacy verification by UE



Table 6.4.6.1-2 specifies data types re-used by the Namf_Location service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Namf_Location service based interface.
Table 6.4.6.1-2: Namf_Location re-used Data Types
	Data type
	Reference
	Comments

	Supi
	3GPP TS 29.571 [6]
	Subscription Permanent Identifier

	Gpsi
	3GPP TS 29.571 [6]
	General Public Subscription Identifier

	Pei
	3GPP TS 29.571 [6]
	Permanent Equipment Identifier

	ExternalClientType
	3GPP TS 29.572 [25]
	LCS Client Type (Emergency, Lawful Interception …)

	LocationQoS
	3GPP TS 29.572 [25]
	LCS QoS (accuracy, response time)

	SupportedGADShapes
	3GPP TS 29.572 [25]
	LCS supported GAD shapes

	GeographicArea
	3GPP TS 29.572 [25]
	Estimate of the location of the UE

	AccuracyFulfilmentIndicator
	3GPP TS 29.572 [25]
	Requested accuracy was fulfilled or not

	AgeOfLocationEstimate
	3GPP TS 29.572 [25]
	Age Of Location Estimate

	PositioningMethodAndUsage
	3GPP TS 29.572 [25]
	Usage of each non-GANSS positioning method

	VelocityEstimate
	3GPP TS 29.572 [25]
	Estimate of the velocity of the target UE

	VelocityRequested
	3GPP TS 29.572 [25]
	Indication of the Velocity requirement

	LcsPriority
	3GPP TS 29.572 [25]
	Priority of the LCS client

	GnssPositioningMethodAndUsage
	3GPP TS 29.572 [25]
	Usage of each GANSS positioning method

	CivicAddress
	3GPP TS 29.572 [25]
	Civic address

	BarometricPressure
	3GPP TS 29.572 [25]
	Barometric Pressure

	Altitude
	3GPP TS 29.572 [25]
	Altitude estimate of the UE

	Ecgi
	3GPP TS 29.571 [6]
	UE EUTRAN cell information

	Ncgi
	3GPP TS 29.571 [6]
	UE NR cell information

	SupportedFeatures
	3GPP TS 29.571 [6]
	Supported Features

	RatType
	3GPP TS 29.571 [6]
	RAT type

	TimeZone
	3GPP TS 29.571 [6]
	Time Zone

	DateTime
	3GPP TS 29.571 [6]
	Date and Time

	UserLocation
	3GPP TS 29.571 [6]
	User Location

	LcsServiceType
	3GPP TS 29.572 [25]
	The LCS service type

	LdrType
	3GPP TS 29.572 [25]
	The type of LDR for deferred location

	Uri
	3GPP TS 29.571 [6]
	URI

	LdrReference
	3GPP TS 29.572 [25]
	LDR Reference Number for deferred location

	PeriodicEventInfo
	3GPP TS 29.572 [25]
	Information for periodic event reporting

	AreaEventInfo
	3GPP TS 29.572 [25]
	Information for area event reporting

	MotionEventInfo
	3GPP TS 29.572 [25]
	Information for motion event reporting

	ExternalClientIdentification
	3GPP TS 29.515 [46]
	External LCS client identification

	NFInstanceId
	3GPP TS 29.571 [6]
	Identification of an NF or AF

	CodeWord
	3GPP TS 29.515 [46]
	Codeword for a 5GC-MT-LR or deferred 5GC-MT-LR

	LMFIdentification
	3GPP TS 29.572 [25]
	Identification of a serving LMF for periodic or triggered location

	TerminationCause
	3GPP TS 29.572 [25]
	Termination cause for a deferred location

	UePrivacyRequirements
	3GPP TS 29.515 [46]
	The location related privacy requirements on UE

	DiameterIdentity
	3GPP TS 29.571 [6]
	Diameter Identity
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openapi: 3.0.0
info:
  version: 1.2.0-alpha.1
  title: Namf_Location
  description: |
    AMF Location Service
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-loc
externalDocs:
  description: 3GPP TS 29.518 V17.1.0; 5G System; Access and Mobility Management Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'

*******Skipped for Clarity*************

  schemas:
    RequestPosInfo:
      description: Data within Provide Positioning Information Request
      type: object
      properties:
        lcsClientType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/ExternalClientType'
        lcsLocation:
          $ref: '#/components/schemas/LocationType'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        priority:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsPriority'
        lcsQoS:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocationQoS'
        velocityRequested:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityRequested'
        lcsSupportedGADShapes:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/SupportedGADShapes'
        additionalLcsSuppGADShapes:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/SupportedGADShapes'
          minItems: 1
        locationNotificationUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        lcsServiceType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsServiceType'
        ldrType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrType'
        hgmlcCallBackURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        periodicEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PeriodicEventInfo'
        areaEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AreaEventInfo'
        motionEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MotionEventInfo'
        externalClientIdentification:
          $ref: 'TS29515_Ngmlc_Location.yaml#/components/schemas/ExternalClientIdentification'
        afID:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        codeWord:
          $ref: 'TS29515_Ngmlc_Location.yaml#/components/schemas/CodeWord'
        uePrivacyRequirements:
          $ref: 'TS29515_Ngmlc_Location.yaml#/components/schemas/UePrivacyRequirements'
      required:
        - lcsClientType
        - lcsLocation
    ProvidePosInfo:
      description: Data within Provide Positioning Information Response
      type: object
      properties:
        locationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        accuracyFulfilmentIndicator:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AccuracyFulfilmentIndicator'
        ageOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        velocityEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
        positioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PositioningMethodAndUsage'
          minItems: 0
          maxItems: 9
        gnssPositioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 0
          maxItems: 9
        ecgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
        ncgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
        targetServingNode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        targetMmeName:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        targetMmeRealm:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        utranSrvccInd:
          type: boolean
        civicAddress:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
        barometricPressure:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/BarometricPressure'
        altitude:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/Altitude'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        servingLMFIdentification:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        locationPrivacyVerResult:
          $ref: '#/components/schemas/LocationPrivacyVerResult'
    NotifiedPosInfo:
      description: Data within EventNotify notification
      type: object
      properties:
        locationEvent:
          $ref: '#/components/schemas/LocationEvent'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        locationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        ageOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        velocityEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
        positioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PositioningMethodAndUsage'
          minItems: 0
          maxItems: 9
        gnssPositioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 0
          maxItems: 9
        ecgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
        ncgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
        servingNode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        targetMmeName:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        targetMmeRealm:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        utranSrvccInd:
          type: boolean
        civicAddress:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
        barometricPressure:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/BarometricPressure'
        altitude:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/Altitude'
        hgmlcCallBackURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        servingLMFIdentification:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        terminationCause:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/TerminationCause'
      required:
        - locationEvent
    RequestLocInfo:
      description: Data within Provide Location Information Request
      type: object
      properties:
        req5gsLoc:
          type: boolean
          default: false
        reqCurrentLoc:
          type: boolean
          default: false
        reqRatType:
          type: boolean
          default: false
        reqTimeZone:
          type: boolean
          default: false
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
    ProvideLocInfo:
      description: Data within Provide Location Information Response
      type: object
      properties:
        currentLoc:
          type: boolean
        location:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        geoInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        locationAge:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        ratType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        timezone:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
    CancelPosInfo:
      description: Data within a Cancel Location Request
      type: object
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        hgmlcCallBackURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        servingLMFIdentification:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - supi
        - hgmlcCallBackURI
        - ldrReference
    LocationType:
      description: Type of location measurement requested
      anyOf:
      - type: string
        enum:
          - CURRENT_LOCATION
          - CURRENT_OR_LAST_KNOWN_LOCATION
          - NOTIFICATION_VERIFICATION_ONLY
          - DEFERRED_LOCATION
      - type: string
    LocationEvent:
      description: Type of events initiating location procedures
      anyOf:
      - type: string
        enum:
          - EMERGENCY_CALL_ORIGINATION
          - EMERGENCY_CALL_RELEASE
          - EMERGENCY_CALL_HANDOVER
          - ACTIVATION_OF_DEFERRED_LOCATION
          - UE_MOBILITY_FOR_DEFERRED_LOCATION
          - CANCELLATION_OF_DEFERRED_LOCATION
      - type: string

    LocationPrivacyVerResult:
      description: The result of location privacy verification by UE
      anyOf:
      - type: string
        enum:
          - LOCATION_ALLOWED
          - LOCATION_NOT_ALLOWED
          - RESPONSE_TIME_OUT
      - type: string
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