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This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nucmf_UECapabilityManagement service based interface protocol.

Table 6.1.6.1-1: Nucmf_UECapabilityManagement specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	DicEntryData
	6.1.6.2.2
	
	

	DicEntryCreateData
	6.1.6.2.3
	
	

	DicEntryCreatedData
	6.1.6.2.4
	
	

	UeRadioCapaId
	6.1.6.2.5
	
	

	CreateSubscription
	6.1.6.2.6
	
	

	CreatedSubscription
	6.1.6.2.7
	
	

	UcmfNotification
	6.1.6.2.8
	
	

	ManAssOpRequestlist
	6.1.6.2.9
	
	

	EventType
	6.1.6.3.3
	
	

	RacFormat
	6.1.6.3.4
	
	



Table 6.1.6.1-2 specifies data types re-used by the Nucmf_UECapabilityManagement service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the N<NF> service based interface.
Table 6.1.6.1-2: Nucmf_UECapabilityManagement re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	PlmnAssiUeRadioCapId
	3GPP TS 29.571 [14]
	
	

	ManAssiUeRadioCapId
	3GPP TS 29.571 [14]
	
	

	TypeAllocationCode
	3GPP TS 29.571 [14]
	
	

	NfInstanceId
	3GPP TS 29.571 [14]
	
	

	DateTime
	3GPP TS 29.571 [14]
	
	

	SupportedFeatures
	3GPP TS 29.571 [14]
	Supported Features
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The enumeration EventType represents different type of events included in a notification from the UCMF. It shall comply with the provisions defined in table 6.1.5.3.3-1.
Table 6.1.6.3.3-1: Enumeration EventType
	Enumeration value
	Description
	Applicability

	"CREATION_OF_DICTIONARY_ENTRY"
	New dictionary entries are created in the UCMF.

	

	"DELETION_OF_PLMN_ASSIGNED_IDS"
	One or more PLMN-assigned UE Radio Capability IDs are deleted.

	

	"NEW_VERSION_ID_OF_PLMN_ASSIGNED_IDs"
	Notify a new version id of PLMN Assigned UE Radio Capability Id(s).
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