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* * * First Change * * * *
[bookmark: _Toc90647917][bookmark: _Toc90647926]6.4.6.1	General
This clause specifies the application data model supported by the API.
Table 6.4.6.1-1 specifies the structured data types defined for the Nhss_gbaSDM service API.
Table 6.4.6.1-1: Nhss_gbaSDM specific Data Types
	Data type
	Clause defined
	Description

	GbaSubscriberData
	6.4.6.2.2
	

	Guss
	6.4.6.2.3
	

	BsfInfo
	6.4.6.2.4
	

	GbaSdmSubscription
	6.4.6.2.5
	

	UeId
	6.4.6.3.2
	



Table 6.4.6.1-2 specifies data types re-used by the Nhss_gbaSDM service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nhss_gbaSDM.
Table 6.4.6.1-2: Nhss_gbaSDM re-used Data Types
	Data type
	Reference
	Comments

	UssListItem
	3GPP TS 29.309 [xx]
	

	SecFeature
	3GPP TS 29.309 [xx]
	

	ModificationNotification
	3GPP TS 29.503 [15]
	

	NfInstanceId
	3GPP TS 29.571 [16]
	

	Uri
	3GPP TS 29.571 [16]
	

	DateTime
	3GPP TS 29.571 [16]
	

	DurationSec
	3GPP TS 29.571 [16]
	

	ProblemDetails
	3GPP TS 29.571 [16]
	Response body of error response messages.

	RedirectResponse
	3GPP TS 29.571 [16]
	Response body of redirect response messages.

	ImsUeId
	3GPP TS 29.562
	IMS UE ID (IMPU or IMPI)



* * * Next Change * * * *
6.4.6.3.2	Simple data types
The simple data types defined in table 6.4.6.3.2-1 shall be supported.
Table 6.4.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	UeId
	string
	Identity of the UE. It can be an MSISDN, an IMSI an IMPI or an IMPU.

Pattern: TBD



[bookmark: _Toc90647947]* * * Next Change * * * *
6.5.3.2.2	Resource Definition
Resource URI: {apiRoot}/nhss-gba-ueau/v1/{ueId}/security-information
This resource shall support the resource URI variables defined in table 6.5.3.2.2-1.
Table 6.5.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.5.1

	ueId
	Represents the UE Identity. It can be an MSISDN, an IMSI an IMPI or an IMPU.

Pattern: TBD



[bookmark: _Toc90647966]* * * Next Change * * * *
[bookmark: _Toc90647956]6.5.6.1	General
This clause specifies the application data model supported by the API.
Table 6.5.6.1-1 specifies the structured data types defined for the Nhss_gbaUEAU service API.
Table 6.5.6.1-1: Nhss_gbaUEAU specific Data Types
	Data type
	Clause defined
	Description

	AuthenticationInfoRequest
	6.5.6.2.2
	

	AuthenticationInfoResult
	6.5.6.2.3
	

	ResynchronizationInfo
	6.5.6.2.4
	

	3GAkaAv
	6.5.6.2.5
	

	DigestAuthentication
	6.5.6.2.6
	

	UeId
	6.5.6.3.2
	

	Impi
	6.5.6.3.2
	

	Ck
	6.5.6.3.2
	

	Ik
	6.5.6.3.2
	

	AuthenticationScheme
	6.5.6.3.3
	

	DigestAlgorithm
	6.5.6.3.4
	

	DigestQop
	6.5.6.3.5
	



Table 6.5.6.1-2 specifies data types re-used by the Nhss_gbaUEAU service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nhss_gbaUEAU.
Table 6.5.6.1-2: Nhss_gbaUEAU re-used Data Types
	Data type
	Reference
	Comments

	Autn
	3GPP TS 29.503 [15]
	

	Auts
	3GPP TS 29.503 [15]
	

	Rand
	3GPP TS 29.503 [15]
	

	Xres
	3GPP TS 29.503 [15]
	

	ProblemDetails
	3GPP TS 29.571 [16]
	Response body of error response messages.

	RedirectResponse
	3GPP TS 29.571 [16]
	Response body of redirect response messages.

	SupportedFeatures
	3GPP TS 29.571 [16]
	

	UeId
	3GPP TS 29.562
	Clause 6.4.6.3.2



* * * Next Change * * * *
6.5.6.3.2	Simple data types
The simple data types defined in table 6.5.6.3.2-1 shall be supported.
Table 6.5.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	UeId
	string
	Identity of the UE

	Impi
	string
	IMS Private User Identity

	Ck
	string
	pattern: "^[A-Fa-f0-9]{32}$"

	Ik
	string
	pattern: "^[A-Fa-f0-9]{32}$"



[bookmark: _Toc90647981]* * * Next Change * * * *
A.5	Nhss_gbaSDM API

(... text not shown for clarity ...)


#
# SIMPLE TYPES:
#

    UeId:
      description: UE ID can be MSISDN, IMSI, IMPI or IMPU
      anyOf:
        - $ref: '#/components/schemas/Msisdn'
        - $ref: '#/components/schemas/Imsi'
        - $ref: 'TS29562_Nhss_imsSDM.yaml#/components/schemas/ImsUeId'
      type: string

    Msisdn:
      type: string
      pattern: '^msisdn-[0-9]{5,15}$'

    Imsi:
      type: string
      pattern: '^imsi-[0-9]{5,15}$'

#
# ENUMS:
#

    UiccType:
      anyOf:
        - type: string
          enum:
            - GBA
            - GBA_U
        - type: string

[bookmark: _Toc90647982]* * * Next Change * * * *
A.6	Nhss_gbaUEAU API

(... text not shown for clarity ...)


#
# SIMPLE TYPES:
#

    UeId:
      $ref: 'TS29562_Nhss_gbaSDM.yaml#/components/schemas/UeId'
      type: string


(... text not shown for clarity ...)

* * * End of Changes * * * *


