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	Reason for change:
	The notes in 4.5.19.1.4 do not accurately describe the restoration of PCC rules following an MPS for DTS revocation.

For MPS for DTS revocation, Note 2 says that the ARP is to be set to "normal" and the PCC rules that are mapped or bound to the default bearer are to be set to "normal". This can be incorrect in some cases, for example, if another process had first set the default bearer to some intermediate level of priority. In addition, "normal" is not a definitive term and may result in varied interpretations. 

	
	

	Summary of change:
	
The revocation step for ARP is modified to be re-evaluated following MPS for DTS revocation.

The text in note 2 is modified so that both ARP and rules mapped or bound to the default bearer are re-evaluated following an MPS for DTS revocation.

For MPS for DTS invocation, Note 1 gives a choice of binding or mapping PCC rules to the default bearer when MPS for DTS is invoked. The "or" is changed to "otherwise", which implies that the first choice is recommended unless the Rule-Bound-to-Default-Bearer is not supported.

Deleted "QoS rules", since they are not relevent to the Gx interface.
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4.5.19.1.4	Invocation/Revocation of MPS for DTS
When the PCRF receives from the AF an indication of invocation/revocation of MPS for DTS as specified in 3GPP TS 29.214 [10], and if the MPSforDTS feature is supported, the PCRF shall make the corresponding policy decisions (i.e. ARP and/or QCI change) and, if applicable, shall initiate a RAR command to provision the modified data.
For the invocation of MPS for DTS, the PCRF shall:
-	Set the ARP of the default bearer as appropriate for MPS for DTS.
-	Set the QCI of the default bearer as appropriate for MPS for DTS.
NOTE 1:	For the already installed dynamic PCC/QoS rules that had the same QCI/ARP as the original default bearer, if the Rule-Bound-to-Default-Bearer feature is supported by both the PCEF and PCRF as described in clause 5.4.1, the PCRF indicates to the PCEF that the PCC rule is to be bound to the default bearer by setting the Default-Bearer-Indication AVP to BIND_TO_DEF_BEARER within the Charging-Rule-Definition AVP; orotherwise the PCRF sets the ARP and QCI to the determined values for the default bearer for MPS for DTS, i.e.: the PCRF sets the ARP and QCI as appropriate for MPS for DTS.
For the revocation of MPS for DTS, to revert the MPS for DTS values of the default bearer, the PCRF shall:  
-	S set the ARP and the QCI of the default bearer to the normal ARP.
-	Set the QCI of the default bearer as appropriate for PCRF decision.
NOTE 2:	For the dynamic PCC/QoS rules that had the same QCI and ARP as the default bearer for MPS for DTS or, when the Rule-Bound-to-Default-Bearer is supported and had the Default-Bearer-Indication AVP set to BIND_TO_DEF_BEARER, the PCRF sets the ARP to the normal ARP; and sets the QCI to an appropriate values according to PCRF decision. The provision of the QoS information applicable for the PCC Rules is performed as described in clause 4.5.5.2. 
NOTE 3:	Revocation may require more complex logic on the part of the PCRF beyond simply restoring the prior ARP and QCI values as set prior to invocation of MPS for DTS, if these values and/or the Default-Bearer-Indication AVP were modified by another service during the time that MPS for DTS was enabled.  The corresponding logic is dependent on the identification of particular services that may be deployed and the desired interactions between MPS for DTS and any such services. These aspects are not considered in the present specification.
The PCRF shall provision the PCEF with the QoS information for the default bearer as described in clause 4.5.5.9. 
When the PCRF receives the request to report the successful outcome of the invocation/revocation of priority handling for the default bearer from the AF as specified in 3GPP TS 29.214 [10], clause 4.4.11, the PCRF shall request the PCEF using an RAR command to confirm that the resources associated to the MPS for DTS invocation/revocation are successfully allocated by setting the Event-Trigger AVP with the value SUCCESSFUL_QOS_UPDATE.
On receipt of the SUCCESSFUL_QOS_UPDATE value in the Event-Trigger AVP in the CCR from the PCEF, the PCRF shall inform the AF as specified in 3GPP TS 29.214 [10], clause 4.4.11. to indicate that it successfully acted upon the invocation/revocation of MPS for DTS.
On receipt of a failure event as described in subclause 4.5.5.10 and the PCF has received the request to report the failed outcome of the invocation/revocation of priority handling for the default bearer from the AF as specified in 3GPP TS 29.214 [10], clause 4.4.11, the PCRF shall inform the AF as specified in 3GPP TS 29.214 [10], clause 4.4.11, to indicate that the invocation/revocation of MPS for DTS failed.
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