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	Reason for change:
	Based on the latest 29.xxx-SBI-Stage3-Template, it should use the service name instead of N<NF> in the clause 6.1.6.

	
	

	Summary of change:
	It proposes to use the service name instead of N<NF> in the clause 6.1.6.

	
	

	Consequences if not approved:
	It is not align with the specification template.
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[bookmark: _Toc24937686][bookmark: _Toc33962501][bookmark: _Toc42883263][bookmark: _Toc49733131][bookmark: _Toc51871595]* * * Begin of Changes * * * *
[bookmark: _Toc106604718][bookmark: _Toc35971427][bookmark: _Toc510696632]6.1.6	Data Model
[bookmark: _Toc106604719][bookmark: _Toc35971428][bookmark: _Toc510696633]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Niwmsc_SMServiceNiwmsc service based interface protocol.
Table 6.1.6.1-1: Niwmsc_SMServiceNiwmsc specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	N/A
	
	
	



Table 6.1.6.1-2 specifies data types re-used by the Niwmsc_SMServiceNiwmsc service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Niwmsc_SMServiceNiwmsc service based interface.
Table 6.1.6.1-2: Niwmsc_SMServiceNiwmsc re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ProblemDetails
	3GPP TS 29.571 [15]
	Common Data Type used in response bodies
	

	RedirectResponse
	3GPP TS 29.571 [15]
	Redirect Response
	

	Supi
	3GPP TS 29.571 [15]
	Subscription Permanent Identifier
	

	RefToBinaryData
	3GPP TS 29.571 [15]
	Information for indicating the binary content of SMS payload.
	

	Ipv4Addr
	3GPP TS 29.571 [15]
	IPv4 address
	

	Ipv6Addr
	3GPP TS 29.571 [15]
	IPv6 address
	

	SupportedFeatures
	3GPP TS 29.571 [15]
	Supported Features
	

	SmsData
	3GPP TS 29.577 [17]
	Information within request message invoking MoForwardSm service operation, for delivering MO SMS.
	

	SmsDeliveryData
	3GPP TS 29.571 [17]
	Information within response message invoking MoForwardSm service operation, for delivering MO SMS Delivery Report.
	



* * * End of Changes * * * *

