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[bookmark: _Toc24937686][bookmark: _Toc33962501][bookmark: _Toc42883263][bookmark: _Toc49733131][bookmark: _Toc51871595]* * * Begin of Changes * * * *
[bookmark: _Toc106604034][bookmark: _Toc35971427][bookmark: _Toc510696632]6.1.6	Data Model
[bookmark: _Toc106604035][bookmark: _Toc35971428][bookmark: _Toc510696633]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nipsmgw_SMServiceNipsmgw service based interface protocol.
Table 6.1.6.1-1: Nipsmgw_SMServiceNipsmgw specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	CreateRoutingData
	6.1.6.2.2
	Information used for creating or updating the routing information of the user.
	

	CreatedRoutingData
	6.1.6.2.3
	Information used for receiving the MT SMS.
	

	SmsData
	6.1.6.2.4
	Information within request message for delivering SMS.
	

	SmsDeliveryData
	6.1.6.2.5
	Information within response message invoking MtForwardSm service operation, for delivering MT SMS Delivery Report.
	



Table 6.1.6.1-2 specifies data types re-used by the Nipsmgw_SMServiceNipsmgw service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nipsmgw_SMServiceNipsmgw service based interface.
Table 6.1.6.1-2: Nipsmgw_SMServiceNipsmgw re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ProblemDetails
	3GPP TS 29.571 [15]
	Common Data Type used in response bodies
	

	RedirectResponse
	3GPP TS 29.571 [15]
	Redirect Response
	

	Gpsi
	3GPP TS 29.571 [15]
	General Public Subscription Identifier
	

	NfInstanceId
	3GPP TS 29.571 [15]
	NF Instance ID
	

	RefToBinaryData
	3GPP TS 29.571 [15]
	Information for indicating the binary content of SMS payload.
	

	Ipv4Addr
	3GPP TS 29.571 [15]
	IPv4 address
	

	Ipv6Addr
	3GPP TS 29.571 [15]
	IPv6 address
	

	SupportedFeatures
	3GPP TS 29.571 [15]
	Supported Features
	

	Fqdn
	3GPP TS 29.571 [15]
	Fully Qualified Domain Name
	

	Supi
	3GPP TS 29.571 [15]
	Subscription Permanent Identifier
	




* * * Next Change * * * *
[bookmark: _Toc106604078]6.2.6	Data Model
[bookmark: _Toc106604079]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the Nrouter_SMServiceNrouter service based interface protocol.

Table 6.2.6.1-1: Nrouter_SMServiceNrouter specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	CreatedRoutingData
	6.2.6.2.2
	Information used for receiving the MT SMS.
	



Table 6.2.6.1-2 specifies data types re-used by the Nrouter_SMServiceNrouter service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nrouter_SMServiceNrouter service based interface.
Table 6.2.6.1-2: Nrouter_SMServiceNrouter re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	CreateRoutingData
	6.1.6.2.2
	Information used for creating or updating the routing information of the user.
	

	SmsData
	6.1.6.2.4
	Information within request message invoking MtForwardSm service operation, for delivering MT SMS.
	

	SmsDeliveryData
	6.1.6.2.5
	Information within response message invoking MtForwardSm service operation, for delivering MT SMS Delivery Report.
	

	ProblemDetails
	3GPP TS 29.571 [15]
	Common Data Type used in response bodies
	

	RedirectResponse
	3GPP TS 29.571 [15]
	Redirect Response
	

	Gpsi
	3GPP TS 29.571 [15]
	General Public Subscription Identifier
	

	NfInstanceId
	3GPP TS 29.571 [15]
	NF Instance ID
	

	RefToBinaryData
	3GPP TS 29.571 [15]
	Information for indicating the binary content of SMS payload.
	

	Ipv4Addr
	3GPP TS 29.571 [15]
	IPv4 address
	

	Ipv6Addr
	3GPP TS 29.571 [15]
	IPv6 address
	

	SupportedFeatures
	3GPP TS 29.571 [15]
	Supported Features
	

	Fqdn
	3GPP TS 29.571 [15]
	Fully Qualified Domain Name
	


 * * * End of Changes * * * *

