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	Reason for change:
	1. The "aefId" attribute in SecurityNotification data type is inconsistent with the OpenAPI file. There are two options for this issue:
· Option 1: Change the presence of the attribute from "M" to "O" in the data type.
· Option 2: Remove the "aefId" attribute from the data type and the OpenAPI file since there is no stage 2 requirement defined in clause 8.23.2.3 of TS 23.222.
Propose to use option 1 as a way forward because this attribute was introduced from Rel-15 and the proposal will not impact the OpenAPI file.

2. The cardinality of "allowedInvocationTimeRangeList" attribute in ApiInvokerPolicy data type is inconsistent with the OpenAPI file.

3. The "uri" attribute in Log data type is inconsistent with the OpenAPI file. Propose to change the presence of the attribute from "M" to "O" in the data type because this attribute was introduced from Rel-15 and the proposal will not impact the OpenAPI file.

	
	

	Summary of change:
	Update the presence of the "aefId" attribute in SecurityNotification data type and "uri" attribute in Log data type.
Update the cardinality of "allowedInvocationTimeRangeList" attribute in ApiInvokerPolicy data type.

	
	

	Consequences if not approved:
	Errors in the specification.
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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28009970][bookmark: _Toc34062090][bookmark: _Toc36036846][bookmark: _Toc43285094][bookmark: _Toc45132873][bookmark: _Toc51193567][bookmark: _Toc51760766][bookmark: _Toc59015216][bookmark: _Toc59015732][bookmark: _Toc68165774][bookmark: _Toc83229870][bookmark: _Toc90649070][bookmark: _Toc105593966][bookmark: _Toc114209680][bookmark: _Toc28013462][bookmark: _Toc36040218][bookmark: _Toc44692835][bookmark: _Toc45134296][bookmark: _Toc49607360][bookmark: _Toc51763332][bookmark: _Toc58850230][bookmark: _Toc59018610][bookmark: _Toc68169616][bookmark: _Toc114211856][bookmark: _Toc114212276][bookmark: _Toc88667624][bookmark: _Toc90655909][bookmark: _Toc94064292][bookmark: _Toc98233677][bookmark: _Toc101244453][bookmark: _Toc104539046]8.5.4.2.5	Type: SecurityNotification
Table 8.5.4.2.5-1: Definition of type SecurityNotification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiInvokerId
	string
	M
	1
	String identifying the API invoker assigned by the CAPIF core function
	

	aefId
	string
	MO
	0..1
	String identifying the AEF.
	

	apiIds
	array(string)
	M
	1..N
	Identifier of the service API
	

	cause
	Cause
	M
	1
	The cause for revoking the API invoker authorization to the service API
	



*** Next Change ***
[bookmark: _Toc28009996][bookmark: _Toc34062116][bookmark: _Toc36036872][bookmark: _Toc43285120][bookmark: _Toc45132899][bookmark: _Toc51193593][bookmark: _Toc51760792][bookmark: _Toc59015242][bookmark: _Toc59015758][bookmark: _Toc68165800][bookmark: _Toc83229896][bookmark: _Toc90649096][bookmark: _Toc105593996][bookmark: _Toc114209710]8.6.4.2.3	Type: ApiInvokerPolicy
Table 8.6.4.2.3-1: Definition of type ApiInvokerPolicy
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiInvokerId
	string
	M
	1
	API invoker ID assigned by the CAPIF core function
	

	allowedTotalInvocations
	integer
	O
	0..1
	Total number of invocations allowed on the service API by the API invoker.
	

	allowedInvocationsPerSecond
	integer
	O
	0..1
	Invocations per second allowed on the service API by the API invoker.
	

	allowedInvocationTimeRangeList
	array(TimeRangeList)
	O
	01..N
	The time ranges during which the invocations are allowed on the service API by the API invoker.
	




*** Next Change ***
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Table 8.7.4.2.3-1: Definition of type Log
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiId
	string
	M
	1
	String identifying the API invoked.
	

	apiName
	string
	M
	1
	Name of the API which was invoked, it is set as {apiName} part of the URI structure as defined in clause 5.2.4 of 3GPP TS 29.122 [14].
	

	apiVersion
	string
	M
	1
	Version of the API which was invoked
	

	resourceName
	String
	M
	1
	Name of the specific resource invoked
	

	uri
	Uri
	MO
	0..1
	Full URI of the API resource as defined in clause 5.2.4 of 3GPP TS 29.122 [14].
	

	protocol
	Protocol
	M
	1
	Protocol invoked.
	

	operation
	Operation
	C
	0..1
	Operation that was invoked on the API, only applicable for HTTP protocol.
	

	result
	string
	M
	1
	For HTTP protocol, it contains HTTP status code of the invocation
	

	invocationTime
	DateTime
	O
	0..1
	Date on which it was invoked
	

	invocationLatency
	DurationMs
	O
	0..1
	Latency for the API invocation.
	

	inputParameters
	ANY TYPE
(NOTE)
	O
	0..1
	List of input parameters
	

	OutputParameters
	ANY TYPE
(NOTE)
	O
	0..1
	List of output parameters
	

	srcInterface
	InterfaceDescription
	O
	0..1
	Interface description of the API invoker.
	

	destInterface
	InterfaceDescription
	O
	0..1
	Interface description of the API invoked.
	

	fwdInterface
	string
	O
	0..1
	It includes the node identifier (as defined in IETF RFC 7239 [20] of all forwarding entities between the API invoker and the AEF, concatenated with comma and space, e.g. 192.0.2.43:80, unknown:_OBFport, 203.0.113.60
	

	NOTE:	Any basic data type defined in OpenAPI Specification [3] may be used.



*** End of Changes ***
