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	Reason for change:
	In CR 2459 (C1-163362), the below bullet has been introduced for CSFB calls:
-	shall use requests for non-EPS services from CM layers to attempt to select GERAN or UTRAN radio access technology and proceed with the appropriate MM and CC specific procedures, unless T3402 is running due to receipt of an ATTACH ACCEPT or TRACKING AREA UPDATING ACCEPT message with EMM cause #22 "congestion"; and
The current statement can be interpreted as it would apply for both MO CSFB call and MO CSFB emergency call.
[bookmark: _GoBack]This means that the UE would not be able to use request for non-EPS services for emergency call from CM layers to attempt to select GERAN or UTRAN radio access technology and proceed with the appropriate MM and CC specific procedures because T3402 is running due to receipt of an ATTACH ACCEPT or TRACKING AREA UPDATING ACCEPT message with EMM cause #22 "congestion.

The emergency call must be allowed in A/Gb or Iu mode even during congestion as per 3GPP spec. 24.008.
 

	
	

	Summary of change:
	The UE shall use requests for non-EPS services due to emergency call from CM layers to attempt to select GERAN or UTRAN radio access technology and proceed with the appropriate MM and CC specific procedures, even if T3402 is running due to receipt of an ATTACH ACCEPT or TRACKING AREA UPDATING ACCEPT message with EMM cause #22 "congestion.

	
	

	Consequences if not approved:
	MO CSFB Emergency call failure due to congestion.
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[bookmark: _Toc20217862][bookmark: _Toc27743746][bookmark: _Toc35959317]5.2.3.2.7	ATTEMPTING-TO-UPDATE-MM
The UE:
-	shall perform cell selection/reselection according to 3GPP TS 36.304 [21];
-	shall be able to receive and transmit user data and signalling information;
-	shall initiate combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" on the expiry of timers T3411 or T3402 or when the UE enters a tracking area not in the list of registered tracking areas;
-	shall respond to paging with IMSI for the PS domain;
-	shall use requests for non-EPS services from CM layers to attempt to select GERAN or UTRAN radio access technology and proceed with the appropriate MM and CC specific procedures, unless T3402 is running due to receipt of an ATTACH ACCEPT or TRACKING AREA UPDATING ACCEPT message with EMM cause #22 "congestion"; 
-    shall use requests for non-EPS services due to emergency call from CM layers to attempt to select GERAN or UTRAN radio access technology and proceed with the appropriate MM and CC specific procedures, even if T3402 is running due to receipt of an ATTACH ACCEPT or TRACKING AREA UPDATING ACCEPT message with EMM cause #22 "congestion; andand
-	if configured for eCall only mode as specified in 3GPP TS 31.102 [17], shall perform the eCall inactivity procedure at expiry of timer T3444 or T3445 (see subclause 5.5.4).


