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1
Overall description
CT1 discussed UE initiated Event Reporting Procedure for Low Power Event Reporting and Triggered 5GC-MT-LR defined in Clause 6.7.1 of TS 23.273: UE can send CONTROL PLANE SERVICE REQUEST including the location event report, and if the event report ack from the LMF is received in the AMF and if the AMF determines no more data or signalling pending for the UE, the AMF sends SERVICE ACCEPT including the event report ack.

Due to protocol impact, CT1 couldn’t reach an agreement to enhance SERVICE ACCEPT message to carry downlink data (e.g., the event location ack from the LMF) to the UE. Instead, viable options were discussed:
1) AMF sends DL NAS TRANSPORT message to carry the event report ack instead of sending SERVICE ACCEPT message, then UE considers the received DL NAS TRANSPORT as service request procedure success.

2) Set DDX as "only a single downlink data is expected" when UE sends the location event report, and the AMF performs as per existing specification (e.g., sends SERVICE ACCEPT immediately, and later sends DL NAS TRANSPORT including the event report ack)

CT1 would like to kindly ask SA2 to consider above discussion from CT1 and provide feedback.

2
Actions
To SA2 

ACTION: 
3GPP TSG CT WG1 asks SA2 to take the above information into account and provide feedback.
3
Dates of next TSG CT WG1 meetings
TSG CT WG1 Meeting 125-e 
e-meeting
20-28 August 2020
TSG CT WG1 Meeting 126-e
TBD
