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***** Next change *****
L.3.2.8
RLOS

L.3.2.8.1
General

The support for RLOS as described in this subclause is optional for the P-CSCF.
L.3.2.8.2
Registration

A P-CSCF supporting RLOS shall perform the procedures as specified in subclause 5.2.2 and in addition shall perform the procedures specified in this sublclause.







When the P-CSCF receives a REGISTER request from the UE and the REGISTER request contains a "+g.3gpp.rlos" Contact header field parameter, and:

1)
If:
a)
the P-Access-Network-Info header field in REGISTER request indicates an IP-CAN for which procedures are defined in an Annex different than Annex L; or
b)
the IP address and APN check, as defined in section Z3.3 of 3GPP TS 23.228 [7] fail;

then the P-CSCF shall reject the REGISTER with 403 response and include a Response-Source header field with a "fe" header field parameter set to "<urn:3gpp:fe:p-cscf.orig>"; or
2)
If the public user identity in the REGISTER request indicates a user for which the operator of the P-CSCF does not have a roaming agreement, then the CSCF shall select a preconfigured S-CSCF and insert a Route header field with the S-CSCF URI for originating requests and forward the request to the selected S-CSCF.
When the P-CSCF receives a 403 (Forbidden) response to a REGISTER request that contained a "+g.3gpp.rlos" Contact header field parameter, the P-CSCF shall:

1)
create a temporary unauthenticated subscriber record for the registered public user identity;

2)
associate the S-CSCF with the registered public user identity and associated contact address;

3)
store the registered public user identity as a default public user identity for use with procedures for the P-Asserted-Identity header field for requests received from the UE;

4)
store the values received in the P-Charging-Function-Addresses header field;

5)
if a "term-ioi" header field parameter is received in the P-Charging-Vector header field, store the value of the received "term-ioi" header field parameter; and
NOTE:
Any received "term-ioi" header field parameter will contain a type 1 IOI. The type 1 IOI identifies the home network of the registered user.

6)
void.
