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1
Overall description
CT1 has discussed to support ID_UAS feature in EPS and found the issue on using protocol configuration options IE or extended protocol configuration options IE to carry the parameters for UUAA or for C2 authorization from the UE during attach procedure due to the limitation of size of protocol configuration options IE (i.e., 255octets), of IP based PDN connection in WB-S1 mode. Therefore, CT1 would like to ask feedback from SA2 for following options discussed in CT1:
a) If the UE determines UUAA parameters are not fit to the protocol configuration options IE, the UE shall only include CAA-level UAV ID in the protocol configuration options IE. In such case, USS server address can be missing so that the UE may not be able to reach the desired USS server.
b) If the UE determines UUAA parameters are not fit to the protocol configuration options IE, the UE shall not provide the UUAA parameters but indicate that the parameters for UUAA is too big. In such case, UAV UE would provide UUAA parameters larger than 255 octets only in extended protocol configuration options IE of ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
2
Actions
To SA2 

ACTION: 
CT1 kindly asks SA2 to provide feedback.
3
Dates of next TSG CT WG1 meetings
CT1#133e
11th-19th November 2021
electronic meeting 
CT1#133-bis
17th-21th January 2022
TBC
