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	Reason for change:
	Considering the following statements in the TS 23.273:
When receiving a NAS message from UE, including an LMF ID together with a LPP message (refer to step 25 in clause 6.3.1 for event reporting for a deferred 5GC-MT-LR), AMF sends the LPP message to the LMF, as indicated by the LMF ID.
NOTE 2:	Description on how UE encapsulates the LMF ID in the NAS message is documented in TS 24.571 [36].
The LMF ID may be encapsulated in the UL NAS TRANSPORT message to the AMF, which can assist the route of the LPP message to the identified LMF. Nevertheless, there is not captured in the TS 24.571.

In the subclause 5.3.2 in TS 24.571, the Routing Iidentifier and correlation ID are also used for the route of the LPP message:
The Routing identifier is the Correlation ID, which is defined in 3GPP TS 29.572 [6], so that the AMF can map the Routing identifier to the LMF and the Correlation identifier when the AMF receives a UL NAS TRANSPORT message including the responding LPP message.
However, in the TS 29.572, the Correlation ID and LMF ID (which is mentioned as LMF identification) are two different data type. How to handle these two Routing identifier in the NAS TRANSPORT messages is not specified.


	
	

	Summary of change:
	Clarification on that the LMF ID can be used as Routing identifier for the route of the LPP message.Clarification on that the LMF ID is used as Routing Identifier for routing the LCS messages to the particular LMF.


	
	

	Consequences if not approved:
	Missing specification of the LMF ID.
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The AMF shall set the Payload container type to "Location services message container " in the DL NAS TRANSPORT message.
The AMF includes a Routing Identifier in the Additional information IE of the DL NAS TRANSPORT message which identifies the LMF from which the Location service messages payload was received. This association of the Routing Identifier is provided at the LCS level: the UL NAS TRANSPORT message carries an LCS message that is a response to or instigated by the LCS message in the DL NAS TRANSPORT message.
The Routing Identifier is the LMF ID, which is defined in 3GPP TS 29.572 [6], so that the AMF can route the Location service messages payload to the LMF when the AMF receives a UL NAS TRANSPORT message including the responding LCS message.

***** Next change *****
5.3.1.x	Uplink Positioning Information Transport using LCS messages
The UE shall set the Payload container type to "Location services message container " in the UL NAS TRANSPORT message.
The UE includes a Routing Identifier received in the Additional Information IE of the DL NAS TRANSPORT message in the Additional Information IE of the UL NAS TRANSPORT message. 
[bookmark: _GoBack]The Routing Identifier is the LMF ID, which is defined in 3GPP TS 29.572 [6], so that the AMF can the route the LPP message to the particular LMF when the AMF receives the Additional Information IE included in the UL NAS TRANSPORT message. If the Additional Information IE is not included in the UL NAS TRANSPORT message, the AMF provide the LCS message to the location service application.

[bookmark: OLE_LINK7][bookmark: OLE_LINK8]***** Next change *****
5.3.2.1	Downlink Positioning Information Transport using LPP messages
The AMF shall set the Payload container type to "LPP message container" in the DL NAS TRANSPORT message.
The AMF includes a Routing Identifier in the Additional information IE of the DL NAS TRANSPORT message which identifies the LMF and the positioning session between the AMF and LMF when a positioning session is being used.
The Routing Iidentifier is the Correlation ID, which is defined in 3GPP TS 29.572 [6], so that the AMF can map the Routing identifier to the LMF and the Correlation identifier when the AMF receives a UL NAS TRANSPORT message including the responding LPP message.
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***** First change *****
5.3.2.2	Uplink Positioning Information Transport using LPP messages
The UE shall set the Payload container type to "LPP message container" in the UL NAS TRANSPORT message.
The UE includes a Routing Identifier received in the Additional Information IE of the DL NAS TRANSPORT message in the Additional Information IE of the UL NAS TRANSPORT message. This association of the Routing Identifier is provided at the LPP level: the UL NAS TRANSPORT message carries an LPP message that is a response to or instigated by the LPP message in the DL NAS TRANSPORT message.
 The Routing Iidentifier is the Correlation ID, which is defined in 3GPP TS 29.572 [6], so that the AMF can map the Routing Iidentifier to the Correlation identifier when the AMF receives the UL NAS TRANSPORT message.
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