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* * * First Change * * * *
[bookmark: _Toc20209058][bookmark: _Toc27581303][bookmark: _Toc36113454][bookmark: _Toc45212712][bookmark: _Toc51932225][bookmark: _Toc90496597][bookmark: _Toc20209060][bookmark: _Toc27581305][bookmark: _Toc36113456][bookmark: _Toc45212714][bookmark: _Toc51932227][bookmark: _Toc90496599]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GCN	5G Core Network
5GS	5G System
ANDSP	Access Network Discovery and Selection Policy
DNN	Data Network Name
ePDG	evolved Packet Data Gateway
FQDN	Fully Qualified Domain Name
H-PCF	A PCF in the HPLMN
IMS	IP Multimedia Subsystem
LADN	Local Area Data Network
MCC	Mobile Country Code
ME	Mobile Equipment
MMS	Multimedia Messaging Service
MNC	Mobile Network Code
N3AN	Non-3GPP Access Network
N3IWF	Non-3GPP InterWorking Function
OS	Operating System
PCF	Policy Control Function
ProSeP	5G ProSe Policy
RSN	Redundancy Sequence Number
S-NSSAI	Single Network Slice Selection Assistance Information
SSC	Session and Service Continuity
SUPI	Subscriber Permanent Identifier
SUPL	Secure User Plane Location
URSP	UE Route Selection Policy
USIM	User Services Identity Module
V-PCF	A PCF in the VPLMN
V2XP	V2X Policy
WLANSP	WLAN Selection Policy

* * * Next Change * * * *
4.1	Overview
The UE policies for 5GS include:
-	UE route selection policy (URSP)(see clause 4.2); and
-	Access network discovery and selection policy (ANDSP)(see clause 4.3);.
-	V2X policy (V2XP); and
-	5G ProSe policy (ProSeP).
The UE policies can be delivered from the PCF to the UE. The UE policy delivery procedure is specified in 3GPP TS 24.501 [11].
The UE policies can also be pre-configured in the UE. The pre-configured policy shall be applied by the UE only when the UE has not received the same type of policy from the PCF. The implementation of pre-configured UE policies is out of scope of this specification.
The UE policies can be delivered from the PCF to the 5G-RG or a W-AGF acting on behalf of the FN-RG. The UE policy delivery service is specified in 3GPP TS 24.501 [11]. These UE policies include the UE route selection policy (URSP) (see clause 4.2).
The UE policies can also be pre-configured in the 5G-RG or a W-AGF acting on behalf of the FN-RG. The pre-configured policy shall be applied by the 5G-RG or a W-AGF acting on behalf of the FN-RG only when the 5G-RG or a W-AGF acting on behalf of the FN-RG has not received the same type of policy from the PCF. The implementation of pre-configured UE policies is out of scope of this specification.
The UE policies for V2X (V2XP) are specified in 3GPP TS 24.588 [18].
The UE policies for 5G ProSe policy (ProSeP) are specified in 3GPP TS 24.555 [18A].
* * * End of Changes * * * *


