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	Reason for change:
	An SNPN can support Location Service, which is specified in the agreed CR (S2-2109108) except for several scenarios shown as follows:

“The Location Services defined in this specification are applicable to PLMN(s) and within a SNPN as described in clause 6, except for the following features, which are not supported in SNPNs:
-	interworking with EPC;
-	roaming; and
-	direct access to SNPN via non-3GPP access.”
However, CT1 specifications have not captured any statements on the Location Service applicable for an SNPN.
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For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GCN	5G Core Network
5GS	5G System
AMF	Access and Mobility Management Function
DL	Downlink
IE	Information Element
GMLC	Gateway Mobile Location Centre
LCS	Location Services
LDR	Location Deferred Request
LMF	Location Management Function
LPP	LTE Positioning Protocol
MO-LR	Mobile Originated Location Request
MT-LR	Mobile Terminated Location Request
NAS	Non-access Stratum
SNPN	Stand-alone Non-Public Network
UE	User Equipment
UL	Uplink

* * * Next Change * * * *
4.2.2	Network support of LCS
The network announces to the UE its ability to support LCS in 5GC using the 5GS network feature support IE defined in 3GPP TS 24.501 [3]. The information is taken into account by the UE, in addition to UE's LCS capabilities, for the UE to determine whether to initiate MO-LR procedure in NG-RAN as specified in 3GPP TS 23.273 [3], clause 6.2.
[bookmark: _GoBack]NOTE:	An SNPN can provide the Location Service except for the cases of interworking with EPC, roaming, and direct access to SNPN via non-3GPP access, which are not supported in an SNPN.
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