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1. Overall Description:
CT1 is working on the requirements for SENSE feature in TS 22.011 CR#0322 (S1-213329) and would like to clarify the applicability of the SENSE feature for different PLMNs.

Question 1: Is the Operator controlled signal threshold per access technology for selecting a PLMN applicable for selecting HPLMN? Which PLMN is selected, if SENSE threshold is provisioned and not fulfilled by HPLMN but fulfilled by an available and allowed VPLMN?


[bookmark: _Hlk115250827]Question 2: Which PLMN is selected, if SENSE threshold is provisioned and not fulfilled by an available and allowed PLMN but fulfilled by a forbidden PLMN offering disaster roaming service?Consider the scenario where the UE has detected a disaster condition and only two VPLMNs are available:
[bookmark: _Hlk115250881]
(1) an allowable PLMN/access technology combination with signal level (dBm) lower than the Operator controlled signal threshold per access technology; and
(2) a forbidden PLMN offering disaster roaming service/access technology combination higher than the Operator controlled signal threshold per access technology; 

CT1 would like to kindly know which PLMN the UE should select in the above scenario.


2. Actions:
To SA1: 
ACTION: 	CT1 would like to kindly ask SA1 to provide answers for CT1’s questions above.

3. Date of Next CT1 Meetings:
CT1#139e	14th - 18th November 2022	Toulouse , FR

