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	Reason for change:
	
4.4.6	Steering of roaming (TS23.122)
If the MS receives a USAT REFRESH command qualifier (3GPP TS 31.111 [41]) of type "Steering of Roaming", the MS shall:
a)	replace the highest priority entries in the "Operator Controlled PLMN Selector with Access Technology" list stored in the ME with the list provided in the REFRESH command;
[bookmark: _Toc3200777][bookmark: _Toc20392520][bookmark: _Toc27774167][bookmark: _Toc36482627][bookmark: _Toc36484286][bookmark: _Toc44933216][bookmark: _Toc50972169][bookmark: _Toc57104923][bookmark: _Toc120276710]6.6.13	REFRESH (TS31.111)
For all REFRESH modes except "Steering of Roaming", see ETSI TS 102 223 [32] clause 6.6.13.
For "Steering of Roaming":
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However, 3 different lists are provided (PLMNwAct list, PLMN list, SOR-CMCI) based on the current REFRESH command qualifier of type “Steering or Roaming”. Since the above statement in the subclause 4.4.6 in TS23.122 replaces the list provided in the REFRESH command into the operator controlled PLMN list, it seems clearer to store the above against the list provided in the REFRESH command received as the PLMNwAct list.


	
	

	Summary of change:
	
When the MS perform a SOR procedure after reception of USAT REFRESH command qualifierof type "Steering of Roaming" and a PLMNwActList is include, the MS replaces OPLMN list with the list provided in the REFRESH command.


	
	

	Consequences if not approved:
	
It is unclear what list the MS will replace with the list provided in the REFRESH command.
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[bookmark: _Toc20125226][bookmark: _Toc27486423][bookmark: _Toc36210476][bookmark: _Toc45096335][bookmark: _Toc45882368][bookmark: _Toc51762164][bookmark: _Toc83313351][bookmark: _Toc114824682]4.4.6	Steering of roaming
If the MS receives a USAT REFRESH command qualifier (3GPP TS 31.111 [41]) of type "Steering of Roaming" and a PLMNwAct List is included, the MS shall:
a)	replace the highest priority entries in the "Operator Controlled PLMN Selector with Access Technology" list stored in the ME with the list provided in the REFRESH command;
b)	delete the PLMNs identified by the list in the REFRESH command from the Forbidden PLMN list and from the Forbidden PLMNs for GPRS service list, if they are present in these lists. This includes any information stored in the SIM and the ME internal memory;
c)	take the new information into account in subsequent attempts to access a higher priority PLMN; and
d)	attempt to obtain service on a higher priority PLMN as specified in clause 4.4.3.3 by acting as if timer T that controls periodic attempts has expired.
In order to avoid unnecessary signalling, the network operator should avoid repeatedly using steering of roaming of a particular MS.
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Description Clause M/o/C. Min Length
Proactive UICC-command Tag 9.2 M Y. 1
Length-(A+B+C+D+E+F+G+H) - M Y. 1or2
Command details. 8.6. M. Y. A
Device identities. 8.7 M. Y. B.
Alpha identifier. 8.2 O. N. C
Icon-identifier. 8.31 [0) N D.
[ Text-Attribute. 8.70. C. N. E.
Frame-|dentifier. 8.82. O. N. F.
PLMNwACT ‘List. 8.90. C-(see'Note 1). N G
PLMN List. 8.97 C-(see'Note-2). N H
SOR-CMCI 8.146. O-(see'Note-3). N 1
Note his-parameter-is-required-in-case of ‘steering-of roaming-(according to TS°23.12277])..

Note 2: This-parameter-is required-in-case-of steering-of roaming for-I-WLAN-(according to

TS24.234742))..

Note 3: This-parameter may-be-optionally-present-in-case of steering of roaming-SOR-CMCI-(according

to TS23.12297]]).





