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1. Introduction
This p-CR updates the title for clause 6 to reflect the selection aspect.
2. Reason for Change
The title of clause 6 needs to be updated to reflect the selection aspect. 
3. Proposal
It is proposed to agree the following changes to 3GPP TS 24.514 v0.5.0.

[bookmark: _Hlk61529092]* * * First Change * * * *
[bookmark: _Toc151563912][bookmark: _Toc151563913][bookmark: _Toc533170253][bookmark: _Toc59209145][bookmark: _Toc59208874][bookmark: _Toc51951120][bookmark: _Toc45882570][bookmark: _Toc45282184][bookmark: _Toc34404356][bookmark: _Toc34388585][bookmark: _Toc25070670][bookmark: _Toc22039961][bookmark: _Toc123634538][bookmark: _Toc148552257][bookmark: _Hlk130388554][bookmark: _Hlk150151957]6	Ranging and sidelink positioning UE discovery and selection
6.1	Overview
Ranging and sidelink positioning UE discovery and selection includes:
a)	ranging and sidelink positioning UE discovery with 5G ProSe capable UE (see clause 6.2);
b)	ranging and sidelink positioning UE discovery with V2X capable UE (see clause 6.3); and
c)	located UE discovery (see clause 6.4); and
[bookmark: _Hlk150152135]d)	sidelink positioning server UE discovery and selection (see clause 6.5).
* * * End of Changes * * * *

