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	Reason for change:
	For notification, SBI template has changed Custom Operation URI to Callback URI in the General subclause of Notification, and indicated the callback URI in the subclause Target URI since resource URI and callback URI have different structures.

As resource URI has the specific structure as below:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>

For callback URI, it is defined as:
URI = scheme ":" "//" host [ ":" port ] / path

Specification shall be updated to clarify some URIs to callback URI to avoid different implementations and to align with SBI template.

	
	

	Summary of change:
	Clarify that the URI for notification is callback URI

	
	

	Consequences if not approved:
	[bookmark: _GoBack]Cause wrong implementation on Callback URI structure for the API defined in current specification.

	
	

	Clauses affected:
	5.5.1; 5.5.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact OpenAPI file.

	
	

	This CR's revision history:
	



Page 1


Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc493665998][bookmark: _Toc493774045][bookmark: _Toc494194794][bookmark: _Toc528159088][bookmark: _Toc532198046][bookmark: _Toc34123797][bookmark: _Toc36038541][bookmark: _Toc36038629][bookmark: _Toc36038820][bookmark: _Toc44680761][bookmark: _Toc45133673][bookmark: _Toc45133764][bookmark: _Toc49417462][bookmark: _Toc51762429]5.5.1	General
Notifications shall comply with subclause 6.2 of 3GPP TS 29.500 [5] and subclause 4.6.2.3 of 3GPP TS 29.501 [6].
Table 5.5.1-1: Notifications overview
	Notification
	CallbackCustom operation URI
	Mapped HTTP method or custom operation
	Description
(service operation)

	Application Event Notification
	{notifUri}
	POST
	Notification of application related event reporting.



*** Next Change ***
[bookmark: _Toc525022807][bookmark: _Toc532198049][bookmark: _Toc34123800][bookmark: _Toc36038544][bookmark: _Toc36038632][bookmark: _Toc36038823][bookmark: _Toc44680764][bookmark: _Toc45133676][bookmark: _Toc45133767][bookmark: _Toc49417465][bookmark: _Toc51762432]5.5.2.2	Target URI
The Notification callback URI "{notifUri}" shall be used with the callback URI variables defined in table 5.5.2.2-1.
Table 5.5.2.2-1: Callback URI variables
	Name
	Data type
	Definition

	notifUri
	Uri
	The Notification Uri as assigned by the NF service consumer during the subscription service operation and described within the AfEventExposureSubsc data type (see table 5.6.2.2-1).




*** End of Changes ***
