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	Reason for change:
	The NetworkAreaInfo data in NefEventFilter data, including the location information belong to EutraLocation data or NrLocation data in UserLocation data, does not include n3gaLocation data in UserLocation. Hence NEF shall map location data in UeTrajectoryInfo for UE Mobility accordingly.

	
	

	Summary of change:
	Add NOTE in Table 5.1.6.2.11-1 Only EutraLocation data or NrLocation data in UserLocation data is applicable in UeTrajectoryInfo data type.

	
	

	[bookmark: _GoBack]Consequences if not approved:
	NEF can not handle the correct mapping of user location related to n3gaLocation data, NWDAF also can not handle the n3gaLocation data for UE Mobility analytics.
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Additional discussion(if needed):
Proposed changes:

[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc28012828][bookmark: _Toc36040219][bookmark: _Toc44692836][bookmark: _Toc45134297][bookmark: _Toc49607361][bookmark: _Toc51763333][bookmark: _Toc49763254][bookmark: _Toc49764009][bookmark: _Toc51316323][bookmark: _Toc51746503][bookmark: _Toc28007710][bookmark: _Toc44682786][bookmark: _Toc11247840][bookmark: _Toc27044984][bookmark: _Toc36034026][bookmark: _Toc45132173][bookmark: _Toc44680235][bookmark: _Toc45134832][bookmark: _Toc49583717][bookmark: _Toc51764154]5.1.6.2.11	Type: UeTrajectoryInfo
Table 5.1.6.2.11-1: Definition of type UeTrajectoryInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ts
	DateTime
	M
	1
	Identifies the timestamp when the UE enters this area.
	

	location
	UserLocation
	M
	1
	Includes the location of the UE. (NOTE)
	

	NOTE:	Only EutraLocation data or NrLocation data in UserLocation data is applicable.
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