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1. Introduction
Update of the reference point interface representation of AKMA according to TS 33.535.
2. Reason for Change
Update of the reference point interface representation of AKMA according to TS 33.535.
3. Conclusions
Update of the reference point interface representation of AKMA according to TS 33.535.
4. Proposal
It is proposed to agree the following changes to 3GPP TS 29.535 v0.1.0.

* * * First Change * * * *
[bookmark: _Toc56632338][bookmark: _Toc56755822]4.2.1.2	Service Architecture
The 5G System Architecture is defined in 3GPP TS 23.501 [2]. The Authentication and Key Management for Applications architecture is defined in 3GPP TS 33.535 [14].
The Naanf_AKMA service is part of the Naanf service-based interface exhibited by the AAnF.
Known consumers of the Naanf_AKMA service are:
-	AUthentication Server Function (AUSF) 
-	Application Function (AF)
-	Network Exposure Function (NEF) 


Figure 4.2.1.2-1: Reference Architecture for the Naanf_AKMA Service; SBI representation

[bookmark: _GoBack]Figure 4.2.1.2-2: Reference Architecture for the Naanf_AKMA Service; reference point representation

* * * End of Changes * * * *

Microsoft_Visio_Drawing1.vsdx
AAnF
AUSF
N61
N62
AF
NEF
N63



image1.emf
AAnF

AUSF AF NEF

Naanf

Naanf_AKMA


Microsoft_Visio_Drawing.vsdx
AAnF
AUSF
AF
NEF
Naanf
Naanf_AKMA



image2.emf
AAnF

AUSF

N61

N62

AF NEF

N63


