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* * * First Change * * * *
[bookmark: _Toc28012498][bookmark: _Toc36038461][bookmark: _Toc45133732][bookmark: _Toc51762486][bookmark: _Toc59017058][bookmark: _Toc68168224][bookmark: _Toc57930509][bookmark: _Toc57931139][bookmark: _Toc73971649]5.6.3.7	Enumeration: AfEvent
The enumeration "AfEvent" represents the traffic events the PCF can notify to the NF service consumer.
Table 5.6.3.7-1: Enumeration AfEvent
	Enumeration value
	Description
	Applicability

	ACCESS_TYPE_CHANGE
	Access type change.
	

	ANI_REPORT
	Access Network Information Report requested.
	NetLoc

	APP_DETECTION
	Application detection report is requested.
	ApplicationDetectionEvents

	CHARGING_CORRELATION
	Access Network Charging Correlation Information.
	IMS_SBI

	UP_PATH_CHG_FAILURE
	Indicates that the enforcement of the AF required routing requirements (i.e. DNAI change) failed.
	RoutingReqOutcome

	EPS_FALLBACK
	Indicates that the establishment of the QoS flow for the requested voice media type was rejected due to fallback to EPS.
	EPSFallbackReport

	FAILED_RESOURCES_ALLOCATION
	Indicates that one or more of the SDFs of an Individual Application Session Context are deactivated at the SMF. It also indicates that the resources requested for a particular service information cannot be successfully allocated.
	

	OUT_OF_CREDIT
	Out of credit.
	IMS_SBI

	PLMN_CHG
	This trigger indicates PLMN change.
	

	QOS_NOTIF
	The GBR QoS targets of a SDF are not guaranteed or are guaranteed again.
	

	QOS_MONITORING
	Indicates PCF to enable Qos Monitoring for the Service Data Flow.
	QoSMonitoring

	RAN_NAS_CAUSE
	This trigger indicates RAN-NAS release cause information is available in the PCF from the SMF.
This event does not require explicit subscription.
	RAN-NAS-Cause

	SUCCESSFUL_QOS_UPDATE
	Indicates that the invocation/revocation indication included in the mpsAction requested by the NF service consumer has been successfully acted upon. 
	MPSforDTS

	REALLOCATION_OF_CREDIT
	Credit has been reallocated after a former out of credit indication.
	IMS_SBI, ReallocationOfCredit

	SAT_CATEGORY_CHG
	Indicates that the SMF has detected a change between different satellite backhaul category, or non-satellite backhaul.
	SatelliteBackhaul

	SUCCESSFUL_RESOURCES_ALLOCATION
	Indicates that the resources requested for particular service information have been successfully allocated.
	

	TSN_BRIDGE_INFO
	5GS Bridge information (BMICUMIC and/or PMIC(s)) received by the PCF from the SMF.
	TimeSensitiveNetworking

	USAGE_REPORT
	Volume and/or time usage for sponsored data connectivity.
	SponsoredConnectivity
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