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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc34228202][bookmark: _Toc36041605][bookmark: _Toc36041761][bookmark: _Toc44680198][bookmark: _Toc45134795][bookmark: _Toc49583680][bookmark: _Toc51764117][bookmark: _Toc58838792][bookmark: _Toc59020107][bookmark: _Toc59020194][bookmark: _Toc68170858][bookmark: _Toc136524022][bookmark: _Toc144311395][bookmark: _Hlk56636785]5.1.2.2.2	Content type 
JSON, IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.4 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
[bookmark: _Hlk525213471][bookmark: _Hlk525213025]"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 94577807 [13].

*** Next Change ***
[bookmark: _Toc136524080][bookmark: _Toc144311453]5.2.2.2.2	Content type 
JSON, IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.4 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 94577807 [13].

*** Next Change ***
[bookmark: _Toc144311501]5.3.2.2.2	Content type 
JSON, IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.4 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 94577807 [13].

*** Next Change ***
[bookmark: _Toc129250088][bookmark: _Toc144311546]5.4.2.2.2	Content type 
JSON, IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.4 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 94577807 [13].

*** Next Change ***
[bookmark: _Toc144311591]5.5.2.2.2	Content type 
JSON, IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.6 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 94577807 [13].

*** End of Changes ***

