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* * * * Start of changes * * * *
[bookmark: _Toc136555573][bookmark: _Toc151994072][bookmark: _Toc152000852][bookmark: _Toc152159457][bookmark: _Toc162001820][bookmark: _Toc162001965][bookmark: _Toc129203212][bookmark: _Toc136555532][bookmark: _Toc151994031][bookmark: _Toc152000811][bookmark: _Toc152159416][bookmark: _Toc162001779]5.32.1	Introduction
The MemberUESelectionAssistance service shall use the MemberUESelectionAssistance API.
The API URI of MemberUESelectionAssistance API shall be:
{apiRoot}/<apiName>/<apiVersion>
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests shall have the Resource URI structure defined in clause 5.2.4 of 3GPP TS 29.122 [2], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-musa".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
-	The <apiSpecificSuffixes> shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [4].
All resource URIs in the clauses below are defined relative to the above API URI.
[bookmark: _Toc136555574][bookmark: _Toc151994073][bookmark: _Toc152000853][bookmark: _Toc152159458][bookmark: _Toc162001821][bookmark: _GoBack]* * * * Next changes * * * *
5.32.2	Resources
This clause describes the structure for the Resource URIs as shown in Figure 5.32.2-1 and the resources and HTTP methods used for the MemberUESelectionAssistance API.


Figure 5.32.2-1: Resource URI structure of the MemberUESelectionAssistance API
Table 5.32.2-1 provides an overview of the resources and applicable HTTP methods.
Table 5.32.2-1: Resources and methods overview
	Resource name
	Resource URI (relative path under API URI)
	HTTP method or custom operation
	Description
(service operation)

	Member UE Selection Assistance Subscriptions
	/{afId}/subscriptions
	POST
	Create a new Member UE Selection Assistance Subscriptionsubscription to Member UE Selection Assistance.

	Individual Member UE Selection Assistance Subscription
	/{afId}/subscriptions/{subscriptionId}
	GET
	Retreive an existing "Individual Member UE Selection Assistance Subscription" resource.

	
	
	PUT
	Update an existing "Individual Member UE Selection Assistance Subscription" resource.

	
	
	PATCH
	Modify an existing "Individual Member UE Selection Assistance Subscription" resource.

	
	
	DELETE
	Delete an existing "Individual Member UE Selection Assistance Subscription" resource.



[bookmark: _Toc136555522][bookmark: _Toc162001769]* * * * Next changes * * * *
[bookmark: _Toc130662224][bookmark: _Toc151993984][bookmark: _Toc152000764][bookmark: _Toc152159369][bookmark: _Toc162001731]5.32.5.4	Data types describing alternative data types or combinations of data types
There are no data types describing alternative data types or combinations of data types defined for this API in this release of the specification.
* * * * Next changes * * * *
[bookmark: _Toc151994110][bookmark: _Toc152000890][bookmark: _Toc152159495][bookmark: _Toc162001860]5.32.6	Used Features
The optional features listed in table 5.32.6-1 are defined for the MemberUESelectionAssistance API. They shall be negotiated using the extensibility mechanism defined in clause 5.2.7 of 3GPP TS 29.122 [4].
The table below defines the features applicable to the MemberUESelectionAssistance API. Those features are negotiated as described in clause 5.2.7 of 3GPP TS 29.122 [4].
Table 5.32.6-1: Features used by MemberUESelectionAssistance API
	Feature number
	Feature Name
	Description

	
	
	



[bookmark: _Toc136555597][bookmark: _Toc151994111][bookmark: _Toc152000891][bookmark: _Toc152159496][bookmark: _Toc162001861]* * * * Next changes * * * *
[bookmark: _Toc136555598][bookmark: _Toc151994112][bookmark: _Toc152000892][bookmark: _Toc152159497][bookmark: _Toc162001862]5.32.7.1	General
For the MemberUESelectionAssistance API, HTTP error responses shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [4]. Protocol errors and application errors specified in clause 5.2.6 of 3GPP TS 29.122 [4] shall be supported for the HTTP status codes specified in table 5.2.6-1 of 3GPP TS 29.122 [4].
In addition, the requirements in the following clauses are applicable for the MemberUESelectionAssistance API.
HTTP error handling shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [4]. In addition, the requirements in the following clauses shall apply.
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5.32.7.3	Application Errors
The application errors defined for the MemberUESelectionAssistance API are listed in table 5.32.7.3-1.
Table 5.32.7.3-1: Application errors
	Application Error
	HTTP status code
	Description
	Applicability
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