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Figure 5.9.2.2.2-1 depicts a scenario where a service consumer sends a request to the VAE Server to request the creation of a V2V Configuration.
Figure 5.9.2.2.2-1: Request_V2VConfigRequirement
When the service consumer needs to provide a V2V configuration requirement, the service consumer shall send the POST method as step 1 of the figure 5.9.2.2.2-1 to request to create an "Individual V2V Configuration".
The service consumer shall include V2vConfigurationData data structure in the content of the HTTP POST to request a creation of representation of the "Individual V2V Configuration" resource. The "Individual V2V Configuration" resource is created as described below.
The service consumer within the V2vConfigurationData data structure shall include:
-	either the V2X group ID within the "groupId" attribute or the V2X service ID within the "serviceId" attribute;
and may include:
-	candidate Relay V2X-UE ID list within the "canUeIds" attribute; and
-	application QoS requirements for the session within the "appQosReq" attribute.
When the VAE Server receives the HTTP POST request from the service consumer, the VAE server shall make an authorization based on the information received from the service consumer. If the authorization is successful, the VAE Server shall create a new resource, which represents "Individual V2V Configuration" resource, addressed by a URI as defined in clause 6.8.3.3.2 and contains a VAE Server created resource identifier. The VAE Server shall respond to the service consumer with a 201 Created message, including Location header field containing the URI for the created resource.
The service consumer shall use the URI received in the Location header in subsequent requests to the VAE Server to refer to the "Individual Session Oriented Service Subscription".
[bookmark: _Hlk72912800]After the VAE Server responded to the service consumer, the VAE Server shall invoke the procedure defined in 3GPP TS 24.486 [28] to provide the V2V configuration infomation to the VAE client. The VAE server may also provide the list of V2X-UEs to serve as application layer relays based on the candidate list of relay V2X-UEs received form the service consumer.
The service consumer may include the V2vConfigurationData data structure in the content of the HTTP PUT to update the "Individual V2V Configuration" resource. The V2X group ID and the V2X service ID shall remain unchanged from previous values. When the VAE Server receives the HTTP PUT request from the service consumer, the VAE server shall make an authorization based on the information received from the service consumer. If the authorization is successful, the VAE Server shall update the "Individual V2V Configuration" and respond to the service consumer with a 200 OK or 204 No Content status code. After the VAE Server responded to the service consumer, the VAE Server shall invoke the procedure defined in 3GPP TS 24.486 [28] to provide the updated information to the VAE client.
Upon receipt of the HTTP DELETE message from the service consumer, the VAE Server shall check if the "Individual V2V Configuration" resource identified by the URI already exists. If the resource exists, the VAE Server shall delete the resource and respond to the service consumer with a 204 No Content success message. After the VAE Server responded to the service consumer, the VAE Server shall invoke the procedure defined in 3GPP TS 24.486 [28] to delete the V2V configuration information from the VAE client.
If errors occur when processing the HTTP POST, HTTP PUT or HTTP DELETE request, the VAE Server shall apply error handling procedures as specified in clause 6.8.7.
* * * * Next change * * * *
[bookmark: _Toc85527828][bookmark: _Toc90649453][bookmark: _Toc161951399]5.10.2.2.2	Config_PC5ProvisioningRequirement
Figure 5.10.2.2.2-1 depicts a scenario where a service consumer sends a request to the VAE Server to request the creation of a PC5 Provisioning Requirement Subscription.


Figure 5.10.2.2.2-1: Config_PC5ProvisioningRequirement
When the service consumer needs to provide a V2X PC5 provisioning requirement to the VAE server, the service consumer shall send the POST method as step 1 of the figure 5.10.2.2.2-1 to request to create an "Individual PC5 Provisioning Requirement Subscription".
The service consumer shall include ProvisioningRequirement data structure in the content of the HTTP POST to request a creation of representation of the "Individual PC5 Provisioning Requirement Subscription" resource. The "Individual PC5 Provisioning Requirement Subscription" resource is created as described below.
The service consumer within the ProvisioningRequirement data structure shall include:
-	notification URI within the "notifUri" attribute; 
-	either the remote V2X UE ID within the "ueId" attribute or the V2X group ID within the "groupId" attribute;
-	the V2X service ID within the "serviceId" attribute;
-	application QoS requirements for the session within the "appQosReq" attribute;
and may include:
-	the PLMN ID list within the "plmnList" attribute.
When the VAE Server receives the HTTP POST request from the service consumer, the VAE server shall make an authorization based on the information received from the service consumer.  If the authorization is successful, the VAE Server shall create a new resource, which represents "Individual PC5 Provisioning Requirement Subscription", addressed by a URI as defined in clause 6.9.3.3.2 and contains a VAE Server created resource identifier. The VAE Server shall respond to the service consumer with a 201 Created message, including Location header field containing the URI for the created resource.
The service consumer shall use the URI received in the Location header in subsequent requests to the VAE Server to refer to the "Individual PC5 Provisioning Requirement Subscription".
After the VAE Server responded to the service consumer, the VAE Server may invoke the procedure defined in 3GPP TS 24.486 [28] to send a PC5 provisioning status request to VAE client(within the multi-operator V2X service) to receive up-to-date information on the per PLMN provisioning policies/ parameters.
The service consumer may include the ProvisioningRequirement data structure in the content of the HTTP PUT to update the "Individual PC5 Provisioning Requirement Subscription" resource. The remote V2X UE ID, the V2X service ID and the V2X service ID shall remain unchanged from previous values When the VAE Server receives the HTTP PUT request from the service consumer, the VAE server shall make an authorization based on the information received from the service consumer. If the authorization is successful, the VAE Server shall update the "Individual PC5 Provisioning Requirement Subscription" and respond to the service consumer with a 200 OK or 204 No Content status code. After the VAE Server responded to the service consumer, the VAE Server shall invoke the procedure defined in 3GPP TS 24.486 [28] to provide the updated information to the VAE client.
Upon receipt of the HTTP DELETE message from the service consumer, the VAE Server shall check if the "Individual PC5 Provisioning Requirement Subscription" resource identified by the URI already exists. If the resource exists, the VAE Server shall delete the resource and respond to the service consumer with a 204 No Content success message. After the VAE Server responded to the service consumer, the VAE Server shall invoke the procedure defined in 3GPP TS 24.486 [28] to delete the PC5 provisioning status request from the VAE client.
If errors occur when processing the HTTP POST, HTTP PUT or HTTP DELETE request, the VAE Server shall apply error handling procedures as specified in clause 6.9.7.
* * * * Next change * * * *
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This operation shall support the request data structures specified in table 6.3.5.6.2-1 and the response data structure and response codes specified in table 6.3.5.6.2-2.
Table 6.3.5.6.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AppReqNotification
	M
	1
	Notify the result of the network resource adaptation corresponding to the V2X application requirement.



Table 6.3.5.6.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	. The notification was successful

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during the notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the notification should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during the notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the notification should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] shall also apply.



Table 6.3.5.6.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the notification should be redirected.



Table 6.3.5.6.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the notification should be redirected.



* * * * Next change * * * *
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This method shall support the URI query parameters specified in table 6.4.3.3.3.2-1.
Table 6.4.3.3.3.2-1: URI query parameters supported by the DELETE method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.4.3.3.3.2-2 and the response data structures and response codes specified in table 6.4.3.3.3.2-3.
Table 6.4.3.3.3.2-2: Data structures supported by the DELETE Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.4.3.3.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Individual Group Configuration resource for the V2X group ID was successfully deleted

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during Individual Group Configuration deletion. The response shall include a Location header field containing an alternative URI of the resource located in an alternative VAE Server. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during Individual Group Configuration deletion. The response shall include a Location header field containing an alternative URI of the resource located in an alternative VAE Server. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	NOTE:	The mandatory HTTP error status codes for the DELETE method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [2] shall also apply.



Table 6.4.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative VAE Server.



Table 6.4.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative VAE Server.



* * * * Next change * * * *
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This operation shall support the request data structures specified in table 6.4.5.6.2-1 and the response data structure and response codes specified in table 6.4.5.6.2-2.
Table 6.4.5.6.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	DynamicGroupNotification
	M
	1
	Notify the dynamic group information (i.e. group member joins or leaves).



Table 6.4.5.6.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	. The notification was successful

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during dynamic group notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the notification should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during dynamic group notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the notification should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] shall also apply.



Table 6.4.5.6.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the notification should be redirected.



Table 6.4.5.6.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the notification should be redirected.



* * * * Next change * * * *
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HTTP error handling shall be supported as specified in clause 5.2.4 of 3GPP TS 29.500 [2].
For the VAE_DynamicGroup Service API, HTTP error responses shall be supported as specified in clause 4.8 of 3GPP TS 29.501 [3]. 
Protocol errors and application errors specified in table 5.2.7.2-1 of 3GPP TS 29.500 [2] shall be supported for an HTTP method if the corresponding HTTP status codes are specified as mandatory for that HTTP method in table 5.2.7.1-1 of 3GPP TS 29.500 [2].
If the "Redirect3XX" feature is supported, an HTTP redirect response, i.e. 307 Temporary Redirect or 308 Permanent Redirect, shall be supported.
In addition, the requirements in the following clauses are applicable for the VAE_DynamicGroup Service API.
* * * * Next change * * * *
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This operation shall support the request data structures specified in table 6.6.5.6.2-1 and the response data structure and response codes specified in table 6.6.5.6.2-2.
Table 6.6.5.6.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	HdMapDynamicInfoNotification
	M
	1
	Notify the HD Map dynamic information corresponding to the subscription.



Table 6.6.5.6.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	. The notification was successful

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during the notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the notification should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during the notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the notification should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] shall also apply.



Table 6.6.5.6.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the notification should be redirected.



Table 6.6.5.6.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the notification should be redirected.



[bookmark: _Toc85528156][bookmark: _Toc90649781][bookmark: _Toc161951761]* * * * Next change * * * *
6.7.5.6.2	Operation Definition
This operation shall support the request data structures specified in table 6.7.5.6.2-1 and the response data structure and response codes specified in table 6.7.5.6.2-2.
Table 6.7.5.6.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	Notification
	M
	1
	Notify the result of establishment or update of the session-oriented service to the subscription.



Table 6.7.5.6.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	.The notification was successful

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during the notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the notification should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during the notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the notification should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] shall also apply.



Table 6.7.5.6.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the notification should be redirected.



Table 6.7.5.6.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the notification should be redirected.



[bookmark: _Toc90649872][bookmark: _Toc161951852]* * * * Next change * * * *
6.9.5.6.2	Operation Definition
This operation shall support the request data structures specified in table 6.9.5.6.2-1 and the response data structure and response codes specified in table 6.9.5.6.2-2.
Table 6.9.5.6.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	Notification
	M
	1
	Notify the result of multi operation PC5 provisioning requirement.



Table 6.9.5.6.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	.The notification was successful

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during the notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the notification should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during the notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the notification should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] shall also apply.



Table 6.9.5.6.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the notification should be redirected.



Table 6.9.5.6.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the notification should be redirected.




* * * * End of changes * * * *
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