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*******
* * * First Change * * * *
6.1.6.2.2	Type: Nssai
Table 6.1.6.2.2-1: Definition of type Nssai
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.1.8
	

	defaultSingleNssais
	array(Snssai)
	M
	1..N
	A list of Single Nssais used as default. (NOTE)
	

	singleNssais
	array(Snssai)
	O
	1..N
	List of non default Single Nssais. (NOTE)
	

	provisioningTime
	DateTime
	C
	0..1
	This attribute shall be present if the Nssai is sent to the AMF while reception has not yet been acknowledged from the UE; otherwise shall be absent.
This attribute serves as Network Slicing Subscription Change Indication.
	

	additionalSnssaiData
	map(AdditionalSnssaiData)
	O
	1..N
	A map (list of key-value pairs where singleNssai converted to string serves as key) of additional information related to this single Nssai.
	Nssaa, Nsac

	NOTE:	If the NF consumer does not support Nssaa optional feature, the UDM shall not include S-NSSAI(s) subject to Network Slice-Specific Authentication and Authorization in the message body with "200 OK" response (See clause 5.2.2.2.2).
The total number of subscribed S-NSSAIs (including default S-NSSAIs and non-default S-NSSAIs) shall not exceed 16.
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