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* * * Begin of Changes * * * *
[bookmark: _Toc510696588][bookmark: _Toc35971380][bookmark: _Toc67903504][bookmark: _Toc75426339][bookmark: _Toc81558530][bookmark: _Toc85876981][bookmark: _Toc88681433][bookmark: _Toc89678120][bookmark: _Toc98501212][bookmark: _Toc93868956][bookmark: _Toc98501370][bookmark: _Toc81226713][bookmark: _Toc93869006][bookmark: _Toc98501430][bookmark: _Toc90553078][bookmark: _Toc25073802][bookmark: _Toc34062970][bookmark: _Toc43119939][bookmark: _Toc49767994][bookmark: _Toc56434167][bookmark: _Toc90558494][bookmark: _Toc25073936][bookmark: _Toc34063119][bookmark: _Toc43120096][bookmark: _Toc49768151][bookmark: _Toc56434324][bookmark: _Toc90558659][bookmark: _Toc25073945][bookmark: _Toc34063128][bookmark: _Toc43120105][bookmark: _Toc49768160][bookmark: _Toc56434333][bookmark: _Toc90558668]5.2.1	Service Description
The Nmbsmf_TMGI service operates on TMGI resources. It is applicable to both Broadcast and Multicast services. The service operations exposed by this service allow other NFs to request the allocation and release of TMGIs. The following are the key functionalities of this NF service, as specified in clause 9.1.2 of 3GPP TS23.247 [14]:
-	Requesting the allocation of one or more TMGI values, or requesting to refresh the expiration time of the previous allocated TMGI(s);
-	Requesting the deallocation of one or more TMGI values.
Table 5.2.1-1 lists the service operations that are supported by the Nmbsmf_TMGI service.
Table 5.2.1-1: Service operations supported by the Nmbsmf_TMGI service
	Service Operations
	Description
	Operation
Semantics
	Example Consumers

	Allocate 
	Request the allocation of one or more TMGI values, or refresh the expiration time of the previously allocated TMGI(s).
	Request / Response
	NEF, MBSF, AF

	Deallocate
	To rRequest the deallocatione of one or more TMGI values.
	Request / Response
	NEF, MBSF, AF



* * * Next Change * * * *
[bookmark: _Toc81558538][bookmark: _Toc85876989][bookmark: _Toc88681441][bookmark: _Toc89678128][bookmark: _Toc98501220]5.3.1	Service Description
The Nmbsmf_MBSSession service operates on MBS Sessions. It is applicable to both Broadcast and Multicast services. The service operations exposed by this service allow other NFs to create, update and release MBS sessions. The following are the key functionalities of this NF service, as specified in clause 9.1.3 of 3GPP TS23.247 [14]:
-	Creation, modification and release of MBS contexts for MBS Sessions.;
-	Requesting the start or termination of MBS data reception for a multicast MBS session;
-	Subscribing to or unsubscribing from notifications of status change of multicast MBS session context;
-	Subscribing to or unsubscribing from notifications of status change of a broadcast or multicast MBS session.
Table 5.3.1-1 lists the service operations that are supported by Nmbsmf_MBSSession service.
Table 5.3.1-1: Service operations supported by the Nmbsmf_MBSSession service
	Service Operations
	Description
	Operation
Semantics
	Example Consumers

	Create
	Create a multicast or broadcast MBS session
	Request / Response
	NEF, MBSF, AF

	Update
	Update a multicast or broadcast MBS session
	Request / Response
	NEF, MBSF, AF

	Delete
	Delete a multicast or broadcast MBS session
	Request / Response
	NEF, MBSF, AF

	ContextUpdate
	Request the start or termination of MBS data reception for a multicast MBS session
	Request / Response
	AMF, SMF

	ContextStatusSubscribe
	Request information (e.g. QoS information) about a multicast MBS session and subscribe to notification of events about the multicast MBS session context
	Subscribe/
Notify
	SMF

	ContextStatusUnsubscribe
	Unsubscribe to notification of events about the multicast MBS session context
	
	SMF

	ContextStatusNotify
	Notify events about the multicast MBS session context
	
	SMF

	StatusSubscribe
	Subscribe to notifications of status change of a broadcast or multicast MBS session
	Subscribe/
Notify
	NEF, MBSF, AF

	StatusUnsubscribe
	Unsubscribe to notifications of status change of a broadcast or multicast MBS session
	
	NEF, MBSF, AF

	StatusNotify
	Notify status changes of a multicast or broadcast or multicast MBS session
	
	NEF, MBSF, AF



* * * End of Changes * * * *
