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	Reason for change:
	The CR1911 has corrected the use case for MME initiated S1 release procedure, and in such case, the SGW can only receive the Secondary RAT data usage report from MME in Change Notification request, thus the IRSGW shall be set as “1” instead of “0”. This is correct. 

But the corresponding description above the message table should also be updated, in addition, IRSGW may be set to 1, even when PDN GW Secondary RAT reporting is NOT active. 
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* * * First Change * * * *

 7.3.14

Change Notification Request

3GPP TS 23.401 [3] and 3GPP TS 23.060 [4] specify that if PGW has requested ECGI/eNodeB ID/TAI/CGI/SAI/RAI Change Reporting or reporting of change of UE presence in Presence Reporting Area(s) or User CSG information Change Reporting and if MME/S4-SGSN supports the feature, then MME/S4-SGSN shall send the Change Notification Request message on the S11/S4 interface to the SGW. If SGW supports the feature, the SGW forwards the message on the GTP based S5/S8 interface to the PGW as part of location dependent charging related procedures. 

In this version of the specification, the sender shall set the header TEID value to that of the peer node’s Control Plane TEID on S11/S4 interface or to the peer node’s Control Plane TEID on S5/S8 interface. However a receiver shall be prepared to receive messages in which the header TEID value is set to zero from implementation conforming to earlier versions of this specification. When that is the case, the receiver identifies the subscriber context based on the included LBI, IMSI, and/or MEI IEs.

The MME shall increment the "MO Exception Data Counter" by one each time the MME has received the RRC cause "MO Exception data". The MME may defer sending a Change Notification Request message to report a non-zero value for the "MO Exception Data Counter" based on local configuration.
If the PLMN has configured secondary RAT usage reporting and if PDN GW Secondary RAT reporting is active, the MME shall send the Change Notification Request message and include "Secondary RAT Usage Data Report" on the S11 interface to the SGW when it has received Secondary RAT usage data from the eNodeB in the following procedures, regardless of whether ULI shall be reported or not:

· Connection Suspend 

· eNodeB initiated S1 release 

· E-UTRAN to UTRAN Iu mode Inter RAT handover

· E-UTRAN to GERAN A/Gb mode Inter RAT handover

· MME triggered Serving GW relocation

· MME to 3G SGSN combined hard handover and SRNS relocation 
The MME may also send the send the Change Notification Request message and include "Secondary RAT Usage Data Report" on the S11 interface to the SGW when it has received periodic reporting of Secondary RAT usage data from eNodeB or as part of an MME initiated S1 release from the eNodeB, as described in TS 23.401 [3] subclause 5.7A. The SGW shall forward the "Secondary RAT Usage Data Report" to the PGW if the IRPGW flag is set to "1".
Table 7.3.14-1: Information Element in Change Notification Request
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	C
	The MME/SGSN shall include IMSI in the message except for the case:

-
If the UE is emergency attached and the UE is UICCless.

The IMSI shall be included in the message but not used as an identifier

-
if UE is emergency attached but IMSI is not authenticated.
If the SGW receives this IE, it shall forward it to the PGW on S5/S8.
	IMSI
	0

	ME Identity (MEI)
	C
	The MME/SGSN shall include the ME Identity (MEI) IE:

-
If the UE is emergency attached and the UE is UICCless

-
If the UE is emergency attached and the IMSI is not authenticated
If the SGW receives this IE, it shall forward it to the PGW on S5/S8.
	MEI
	0

	Indication Flags
	CO
	This IE shall be included if any one of the applicable flags is set to 1.

Applicable flags are:

· Unauthenticated IMSI: This flag shall be set to 1 if the IMSI present in the message is not authenticated and is for an emergency attached UE.
	Indication
	0

	RAT Type
	M
	See NOTE 2.
	RAT Type
	0

	User Location Information (ULI)
	C
	The SGSN shall include the User Location Information IE if the MS is located in a RAT Type of GERAN, UTRAN or GAN and shall include the CGI, SAI and/or RAI.
	ULI
(NOTE 1)
	0

	
	CO
	The MME shall include the User Location Information IE if the UE is located in a RAT Type of E-UTRAN and shall include the ECGI and/or TAI, or TAI and Macro eNB ID, or Macro eNB ID depending on the Change Reporting Action provided to the MME.
	
	

	
	CO
	If the SGW receives this IE it shall forward it to the PGW, if it supports this feature.
	
	

	User CSG Information (UCI)
	CO
	The SGSN/MME shall include the User CSG Information IE if the MS is located in the CSG cell or the hybrid cell and the P-GW/PCRF decides to receive the CSG Information. 

If the SGW receives this IE it shall forward it to the PGW, if it supports this feature.
	UCI
	0

	PGW S5/S8 GTP-C IP Address
	C
	This IE shall be sent on S4.
	IP Address
	0

	
	CO
	This IE shall be sent on S11.
	
	

	LBI
	CO
	This IE, identifying the PDN connection, shall be sent by the MME/SGSN on S11/S4.

If the SGW receives this IE, it shall forward it to the PGW on S5/S8.
	EBI
	0

	Presence Reporting Area Information
	CO
	The MME/SGSN shall include this IE on the S11/S4 interface if:

·  the PGW/PCRF/OCS has just requested to start or modify reporting of change of UE presence in a Presence Reporting Area and the MME/SGSN supports such reporting. The MME/SGSN shall then indicate whether the UE is inside or outside the newly started or modified Presence Reporting Area(s), or indicate the Presence Reporting Area(s) is inactive. Several IEs with the same type and instance value may be included as necessary to represent a list of Presence Reporting Area Actions. One IE shall be included for each Presence Reporting Area newly started or modified.
· if the PGW/PCRF/OCS requested to report changes of UE presence in a Presence Reporting Area, the MME/SGSN supports such reporting and the UE enters or leaves the Presence Reporting Area(s). Several IEs with the same type and instance value may be included as necessary to represent a list of Presence Reporting Area Information. One IE shall be included for each active Presence Reporting Area that the UE has newly entered or left.
	Presence Reporting Area Information
	0

	
	CO
	The SGW shall include this IE on S5/S8 if it receives the Presence Reporting Area Information from MME/SGSN.
	
	

	MO Exception Data Counter
	CO
	The MME shall include this IE on the S11 interface when it needs to send a non-zero counter value for the MO Exception Data Counter. The timestamp in the counter shall be set with the time at which the counter value increased from 0 to 1.
	Counter
	0

	
	CO
	The SGW shall include this IE on S5/S8 if it receives the MO Exception Data Counter from MME.
	
	

	Secondary RAT Usage Data Report
	CO
	If PDN GW Secondary RAT reporting is active, the MME shall include this IE on the S11 interface if it has received Secondary RAT usage data from eNodeB in a Connection Suspend, or eNodeB initiated S1 release procedure, or an MME triggered Serving GW relocation, or an E-UTRAN to GERAN A/Gb mode Inter RAT handover, E-UTRAN to UTRAN Iu mode Inter RAT handover, MME to 3G SGSN combined hard handover and SRNS relocation, or Routing Area Update procedures. In these cases, the MME shall also set the IRSGW flag to "0" and the IRPGW flag to "1".


The MME shall also include this IE on the S11 interface when it has received Secondary RAT usage data from eNodeB, either as periodic reporting or in an MME initiated S1 release procedure. In these cases, the MME shall set the IRSGW flag to 1, and if PDN GW Secondary RAT reporting is active, the IRPGW flag shall be set to "1".
Several IEs with the same type and instance value may be included, to represent multiple usage data reports.
	Secondary RAT Usage Data Report
	0

	
	O
	The SGW shall forward this IE on the S5/S8 interface if it receives the Secondary RAT Usage Data Report with the IRPGW flag set to "1" from MME.

Several IEs with the same type and instance value may be included, to represent multiple usage data reports.
	
	

	Private Extension
	O
	Vendor or operator specific information
	Private Extension
	VS

	NOTE 1:
In shared networks, when the message is sent from the VPLMN to the HPLMN, the PLMN ID that is communicated in this IE shall be that of the selected Core Network Operator for supporting UEs, or that of the allocated Core Network Operator for non-supporting UEs. As an exception, based on inter-operator roaming/sharing agreement, if the information on whether the UE is a supporting or non-supporting UE is available, the PLMN ID that is communicated to the HPLMN for non-supporting UEs shall be the Common PLMN ID. 
In shared networks, when the MME/S4-SGSN and PGW pertain to the same PLMN, the Primary PLMN ID shall be communicated in the ECGI to the PGW, and the Common PLMN ID shall be communicated in SAI/CGI to the PGW, for both supporting and non-supporting UEs. The Core Network Operator PLMN ID (selected by the UE for supporting UEs or allocated by the network for non-supporting UEs) shall be communicated in the TAI, RAI, UCI and the Serving Network.
See subclause 4.4 of 3GPP TS 23.251 [55]. 

NOTE 2: 
The PGW may ignore RAT Type as the MME/SGSN always informs the PGW about RAT Type change with the Modify Bearer Request message.


* * * End of Changes * * * *

